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This catalog has been published specifically to show the Stanley and 
“Yankee” Tools generally used in industry and in school shops. 


Stanley has been engaged in designing and manufacturing mechanics’ 
hand tools since 1853. We are therefore equipped to manufacture and offer 
a wide variety of hand tools which are the product of more than 100 years 
of study and experience. Their design, strength and convenience in use, 
make them a standard of value for mechanics and all users of hand tools. 


Stanley and “Yankee” Tools are sold by leading industrial distributors, 
hardware distributors, hardware and lumber dealers throughout the world. 
The Stanley distributor is ready to serve you, and to offer quick delivery of 
the Stanley and “Yankee” Tools you may select. Your distributor is as near 
as your phone — call him and discuss your hand tool needs. He will be more 
than glad to serve you. 


Other Stanley Products 


The Stanley Hardware Division of The Stanley Works is the largest 
manufacturer of wrought steel hardware in the world. Stanley Hardware 
products include hinges of all kinds, garage door hardware, sliding door 
hardware, industrial hardware items and Magic Door controls for business 
and industry. 


Other divisions of The Stanley Works that serve industry are Stanley 
Electric Tools, with a complete line of portable electric tools ; Stanley-Judd, 
manufacturers of drapery hardware and bright wire goods; Stanley Steel 
Strapping, a leader in the manufacture of steel strapping and related 
items for efficient packaging and shipping; Stanley Chemical Company, 
producers of industrial finishes and coatings; Humason Manufacturing 
Company, coil and flat springs, wire forms. 
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ANGLE DIVIDERS | BEVELS 


For bisecting or dividing angles. ALL METAL 
Especially useful for fitting trim, 
mouldings, flooring, etc., into cor- 
ners. Also may be used as a try 
square. 

Graduated one side for laying out 
4, 5, 6, 8 and 10 sided work. Steel 
arms can be locked on iron body at 
any desired angle. How-to-use folder 
packed with each tool. 


Iron handle, nick- 
el plated mirror fin- 
ish. Blade hardened 
and tempered ma- 
chined inside and 
out. Improved lock- 
ing device holds 
blade firmly at an- 
gle desired. 


No. Handle Overall Box Packing Each No. Blade Handle HosPackine Each 
30 7%" 84" 1— 7 Te, 18 6” 4%" 6—2% Ibs. 
8” 5%” 6—2%4 lbs. 
| 10” 646” 6—35s lbs. 
AWL, BRAD 


HARDWOOD HANDLES 


=: 


Useful for making starting 


holes in wood. Tempered steel 
ee bar with specially toughened 

point. Rivet through ferrule, 

handle and steel shank fastens 
blade in handle. Black finish hardwood handle. 


Tropical hardwood 
handle with brass tip. 
Gun black finish, 
blade machined in- 


No. Width Tip Blade — Overall Box Packing Each side and out. Im- 
17 x," 1%" 54" 12—1% lbs. proved locking device 
Cg holds blade firmly at 
% angle desired. 
No. Blade Handle Box Packing Each 
95 " A416” ees 
AWLS, SCRATCH - g” sig" 18 Ibs, 
10” 642" 6—2 Ibs. 


Used for making a center 


point in wood and light 

; metal as well as_ scribing 
ea lines on wood metal, etc. 
Blade shank and head forged 


from one piece of steel. Point forged, specially toughened 
and tempered. Rivet through ferrule, handle and shank 
securely fastens blade in handle. Flat sides on hardwood 
handle prevent rolling and give a good grip. 

No. Blade Diam. Overall Box Packing Each 

6 2%” 1" 5%" 6— % lb. 

7 342” aa 64" 6—3 46 Ibs. 


BITS, AUGER 


RUSSELL JENNINGS 


Genuine Russell Jennings pattern. Made of special analy- 
sis steel, carefully forged. Extension lip and spur on each 
bit are hand filed to a sharp but durable edge. Correct 
body taper prevents binding. Accurately centered double 
thread screw with properly tapered threads draw bit rapid- 
ly without forcing. Each bit individually tested before 


BARS, RIPPING 


GOOSE NECK 


Forged from “hi-carbon” hexagon tool steel. Exception- packing. Overall length, 8 to 912 in. 
ally strong with sturdy claw and nail slot. Durable black No. Size in 16ths Box Packing Each 
baked enamel finish with red trim and polished bit. 100 3 12— % lb. 
No. Size Packing Each 4 12——4 lb. 
112 14" x12" 12—11 lbs. 5 12—1% lbs. 
118 etx 18" 12—24 lbs. 6 12—115 lbs. 
124 4” x 24” 12—47 lbs. 7 12—17%6 lbs. 
130 4%” x 30” 12—S8 lbs. 8 12—2'% lbs. 
136 4” x 36" 12—68 lbs. 9 12—2}= Ibs. 
2136 %" x 36” Bulk 10 12—2% Ibs 
11 12—31¢ Ibs. 
a 12—3% Ibs 
12—3%; Ibs. 
STRAIGHT 14 6 ie The 
15 6—2 45 Ibs 
Eee SS 16 6—214 lbs 
17 6—3 Ibs 
18 6—3 Ibs 
Forged from “hi-carbon” hexagon tool steel, Durable 20 6—3% Ibs 
black baked enamel finish with red trim and polished bit. 22 6—3% Ibs 
No. Size Packing Each 24 6—14 Ibs 
24. 4” x24” 12—47 lbs. 28 6—514 Ibs 
30 %" x 80” 12—58 lbs. 30 6—7 2 Ibs. 
36 %” x 86” 12—68 lbs. 32 6=8 | fhe 
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AUGER BIT SETS 


WOOD CHEST 


Excellent bit set 
for the skilled 
woodworker. Thir- 
teen sizes No. 100 
Auger Bits in 
three-section, nice- 
ly finished wood 
chest. One each 
Ho through 14%%4¢ 
in. sizes. 


Weight Each 


5 lbs. 


PLASTIC ROLLS 


No. 100 Auger 
Bits in specially 
designed plastic 
roll. Complete 


kits for the 
mechanic. 
No. No. of Bits Weight Each 
RD32\4 13 3% lbs. 
RD174% y 2 Ibs. 


BITS, AUGER 


SOLID CENTER 


AS 


For quick, easy boring. Extension lip, solid center pat- 
tern, carefully forged from high carbon steel. Correct body 
taper prevents binding. Accurately centered screw. Hand 
filed lip and spur. 

All sizes packed 42 dozen in a box, average weight 2% lbs. 

No. Size in 16ths Each No. Size in 16ths Each 


H1227 4 H1227 11 
5 12 
6 3 
cf 14 
8 15 
9 16 
10 


BITS, CAR 
ISSSSOSSo OO 


Used by electricians and linemen and others for boring in 
nenyy, timber. Length of twist, 12 inches, Length overall, 18 
inches. 


No. Size in 16ths Box Packing Each 
202 4 12— 2% Ibs. 
5 12— 3 Ibs. 
6 12— 35% lbs. 
7 12— 4% lbs, 
8 12— 544 Ibs. 
9 12— 6 Ibs. 
10 12— 6% lbs, 
11 12— 7% Ibs. 
12 12— 8 Ibs. 
13 12—10 Ibs. 
14 12—11% lbs. 
15 12—12 Ibs. 
16 12—13 lbs. 


BITS, DOWEL 


Designed especially for boring holes to receive dowels. 
Ideal for use wherever a bit shorter than standard length is 
more advantageous. Overall length, 444-5 inches. 


No. Size in 16ths Box Packing Each 
102 3 12— % lb. 

4 12— % Ib. 

5 12— % lb. 

6 12—1% lbs. 

4 12—1% lbs. 

8 12—1%% lbs. 

9 12—1% lbs. 


BITS, ELECTRIC DRILL 


Tor use in electric drills and in drill presses when boring 
in wood. Shank % inch diameter — sizes 54g inch and larger 
supplied with three flats milled on shank. “50-50” brad- 
screw point — two points in one. 

Sizes 445 to %4¢ for lightweight % in. drills. 
Sizes ig to 1%6 for medium or heavy duty drills. 


No. Size in 16ths Box Packing Each 

100-ED 4 6— 4 Ib. 
5 6— 48 |b. 
6 6— % lb. 
7 6— %% lb. 
8 6— $s lb. 
9 6— % |b. 
10 6—1 Ib. 
11 6—1% lbs. 
12 6—1%4 lbs. 
13 6—1 46 lbs. 
14 6—1% lbs. 
15 6—15% lbs. 
16 6—1%4 lbs. 


SOLID CENTER — SHORT SHANK 


FSS 


“50-50” brad-screw point leads bit into wood, flat side 
permits immediate withdrawal from work. Solid center 
style — fit all % inch chucks. Short shank permits use in 
close quarters, Carefully heat treated. 


No. Size Overall Box Packing Each 
125 4/16" re 6—1 lb. 

5/16” a of 6—6 |b. 

6/16” a 6—' lb. 

7/16” 44" 6— 5s lb. 

8/16” 444" 6—%6 lb. 

ELECTRICIANS' 
jp SIS NS 
LVF TA 


Double twist auger bit, designed for use in electric drill. 
Single thread point pulls easily through hard or soft wood. 
Three flats on shank eliminate slipping of bit in 3-jaw 
chuck. Heat treated entire length for extra “work horse” 


strength. , : 

Used with No. 184 Bit Extension for top efficiency. 
No. Size Overall Box Packing Each 
104. 11/16” 9” 6—1%% lbs. 

12/16” gf 6—1%4 lbs. 

13/16” 9” 6—2 Ibs. 

14/16” 9% 6—2% lbs. 

16/16” 9” 6—2% lbs. 
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BITS, SPADE 


For quick boring in hard and soft wood, plastics, plywood 
and other materials. Can be used in electric drills and drill 
presses. Made of high speed steel, properly heat treated to 
hold cutting edges. Cuts holes clean and fast. Cutting depth, 
5 inches. Overall length, 6% inches. Shanks milled to 4” 
for 3-jaw chucks. 


No. Diameter Box Packing Each 
215 36” 6— % lb 
Ye" 6— % |b 
56” 6— % |b 
7 6— % lb 
%" 6—1 Ib. 
Lets 6—1% lbs. 


No. 215A Set — 1 each of the 6 sizes No. 215 Bits in plastic 
kit. Weight, 1 Ib. 


BITS, MACHINE 


TURNED SHANK 


SOHOOO9S=—= 


These bits are made of special analysis steel, electric fur- 
nace tempered, Carefully manufactured to produce high 
quality bits for fast, accurate boring in wood. 

No. 315 — Length of twist 4”. Shank 2 x %&”. 


No. Size Euch No. Size Each 
315 4/16” 315 11/16” 
5/16” 12/16” 
6/16” 13/16” 
7/16" 14/16” 
8/16” 15/16” 
9/16” 16/16” 
10/16” 
No. 317 — Length of twist 6”. Shank 2 x 44”. 
No. Size Each No. Size Each 
317 4/16” 317 12/16” 
5/16” 13/16” 
6/16” 14/16” 
7/16" 15/16” 
8/16” 16/16” 
9/16” 18/16” 
10/16” 20/16” 
11/16” 24/16” 


BITS, EXPANSIVE 
RUSSELL JENNINGS 


Strong, long-lasting Russell Jennings Bits for skilled 
woodworkers. Cutter rocks back and forth in the solid steel 
head. No plates or clamps to let go under hard going. Accu- 
rate screw adjustment. Full turn of adjusting screw 
enlarges hole % inch; half turn \, inch. 


No. Cutters Box Packing Each 
71 2—% to1¥2e",1% to2%” 1—% Ib. 
71B 38—% to1%”,1% to2%", 

2% to 3” 1— % Ib 


EXTRA PARTS FOR EXPANSIVE BITS Nos. 71, 71B 


. et eS 


TTT 

No. 73 No. 74 No. 75 No. 76 
No. Each 
72 Cutter for holes 114 to 244” 
73 Cutter for holes % to1%” 
77 Cutter for holes 2% to 3” 
74 Adjusting Screw 
75 Clamping Screw 
76 Beveled Washer 


BITS, EXPANSIVE 


sy. = 
fA eS 
| <2 9 


Simple, positive adjustment for size of hole — just set 
cutter to dimension desired and tighten screw. Wedgin 
action holds cutter so it won’t slip. Body is tempered too 
steel. 2 interchangeable hardened tool steel cutters packed 
with each tool. Tapered square shank with red tang. 


No. Cutters Box Packing Each 
128 2—For Holes 12” to114” 1—16 lb. 
129 2—For Holes %” to 3” 1—', lb. 


BIT BRACES 
"100 PLUS" BOX RATCHET 


All steel construction. Fine artisan’s tool with self-center- 
ing chuck. Box ratchet built for heavy duty. Forged uni- 
versal jaws take round shank bits and drills up to % in., 
and taper shanks as large as Clark’s No. 2 Expansive Bit. 
Nut and cotter pin lock chuck in place. Bronze bushed, ball 
bearing head full steel clad. Cocobolo head and handle. 
Heavy steel bow. Nickel plated mirror finish. 


No. Size Box Packing Each 
923 8” sweep 2—6 Ibs. 

10” sweep 2—61'2 lbs. 

12” sweep 2—7 Ibs. 


BALL BEARING, SELF CENTERING CHUCK 


High grade brace. Ball bearing chuck makes it easier to 
tighten and release bit. Bronze bushed, ball bearing head 
with steel-clad, cocobolo head and handle. Forged universal 
jaws take round bits and drills from 4% in. to 14 in., and 
taper shanks as large as Clark’s No. 2 Expansive Bit. 
Nickel plated, mirror finish. 


No. Size Box Packing Each 
813 10” sweep 2—7 _silbs. 
12” sweep 2—715 Ibs. 
"YANKEE" 


Highest quality for industrial use. Quick-centering, ball 
bearing chuck holds round, taper and square shank bits up 
to 44 in. diameter. Dust-proof, moisture-proof ratchet works 
easily and quietly. Quick, positive ratchet shifter. Handle 
and head are practically unbreakable. Plated metal parts. 


No. Sweep Box Packing Each 
210) 8” 2 — 6%s lbs 

10” 2—7 Ibs. 

12” 2— 74 Ibs. 

14” 2 — 81 lbs. 
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BIT BRACES 
OPEN RATCHET 


Most popular medium priced bit brace. Open ratchet. 
Steel chuck and ratchet. Ball bearing, steel clad head. 
Heavy steel bow. Glossy black hardwood head and handle. 
Malleable iron spring alligator jaws hold all ordinary 
square taper shank bits, small and medium size drills. 

No. Size Box Packing Each 


945 10” sweep 2—5% Ibs. 


OPEN RATCHET 


Sturdy construction, plus the low price, makes this brace 
a serviceable tool for occasional use. Ball bearing head. 
Large steel chuck. Hardwood head and handle. Pin alligator 
jaws hold all ordinary size square taper shank bits. Nickel 
plated finish on metal parts. 

No. Size 

965N 10” sweep 


Box Packing Each 


2—5 lbs. 


BIT BRACE, CORNER 
FOR CLOSE WORK IN CLOSE QUARTERS 


For electricians, plumbers 
and others who work close to 
perpendicular surfaces, in 
corners, etc. Self-centering 
chuck. Knurled ring is oper- 
ated by thumb and finger. 
Slabbed side on head enables 
user to position brace for 
work in corners. Universal 
jaws hold round shank bits 
and drills up to and including % in., and taper shanks as 
large as Clark’s No. 2 Expansive Bit. Nickel plated, mirror 


finish. 
No. Size Box Packing Each 
984 7” high 1—2% lbs. 


BIT BRACE JAWS 
FOR STANLEY BRACES 


Spring Alligator—Type I—For Braces No. 
945. Malleable iron, hardened and ma- 
chined. Hold ordinary size taper shanks, 
small and medium size drills, Each. 


Universal—Type G—For Braces Nos. 923, 
813, 984. Forged and hardened. Hold 
round shanks up to 42” and taper shanks 
as large as Clark’s No. 2. Each. 


; 


BIT EXTENSIONS 


STANLEY 


Will follow an "% in. bit. Bit capacity 1 in. Shank and 
socket forged in one piece. Sleeve is made of seamless tub- 
ing. Polished finish. 


No. Size Box Packing Wet. 44 Doz. Each 
180 12” 1 415 lbs. 
18” 1 516 Ibs. 
24” 1 7% lbs. 
"YANKEE" 


——_ 


Chuck is constructed to accommodate a large range of 
auger bits and to hold them securely. Inner socket holds the 
square shank in place while the outer sleeve is screwed down 
to lock it. There are no jaws and the bit will not jam. Will 
follow '% in. bit or larger. Nickel plated finish. 


No. Length Box Packing Each 
2150 15” 1—1 Ib. 

18” 1— 1% lbs. 

21" 1 — 1% lbs. 

24” 1 — 1% lbs. 


FOR POWER DRILLING 
_ 


For the electrician, plumber, service mechanic. Built for 
long trouble-free service on tough jobs. Team-mate of No. 
104 Bits — used with bit wherever extra reach is required. 
Two hex socket screws afford double-sure lock between bit 
shank and chuck. Follows '% inch and larger bits. Fits %% 
inch and larger drill chucks. 


No. Length Box Packing Each 
184 18” 1—11 oz. 
24” 1—14 oz. 
BIT GAUGES 


Can be used on any size bit up to 
1 in. in diameter. Can be set easily 
ve any depth required. Nickel plated 
nish. 


No. Box Packing 


49 1—% lb. 


Each 


Clamp attaches quick- 
ly on shank of auger bit. 
P Spring is adjusted for 

: =I correct hole depth. 
Spring bends if boring continues beyond depth required — 
will not mar surface. Used with bits 3% in. to 1% in. 

No. Box Packing Each 


47 6—% Ib. 
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BULL POINTS 
SSeS 


Used for breaking up concrete, asphalt and frozen 
ground. Forged from silicon-manganese octagon alloy steel. 
Bulk packing. 


No. Size Each 
1442 Ye" x 12’ 
1443 Ye" x 18” 
14-44 1 x 15” 
1445 Db x 0S 
1446 14” x 18’ 
1447 144” x 24” 
1448 14” x18 
1449 1%” x 24” 


BUTT MARKERS 


A few blows on a Stanley Butt 
Marker and you are ready to chisel 
out the wood, Cuts a perfect mortise 
with a minimum of time and effort. 
Each Butt Marker has a handy plas- 
tic case to protect the cutting edges. 
3 sizes. 


Box Packing Each 
1—5 oz. 
1—6 oz. 
1—7 oz. 


"Cc" CLAMPS 


zo) 


No. 157 


No. 152 


Handy lightweight clamps for all-around use. Made of 
wrought steel, ribbed for extra strength. Screw parts are 
carefully machined and zinc-plated against rusting. Fin- 
ished in glossy red enamel. No. H157 has slide bar adjust- 
ment feature. 


No. Capacity Throat Depth Box Packing Each 
W151 5, Of,” 12—1 5s lbs. 
H152 Feel i" 12—4 _ Ibs. 
H155 24" 214" 6—6 Ibs. 
H156 a 1%” 6—5 Ibs. 
H157 Be hy 246" 6—6 Ibs. 


TANG 


For carpenters, cabinet makers, etc. Slow-burning plastic 
handle is designed to give perfect balance and grip. Crown- 
shaped steel cap centers hammer blows and distributes 
force evenly to cutting edge. Blade and tang from finest 
chisel steel, carefully heat treated and tempered. Blades 3 
in. long. Packed 2 in a box. 


No. Width Overall Wet. 14 Doz. Each 
60 age 7%" 13% Ibs. 
38” feet 1% lbs. 
nt 7%" 1% Ibs. 
See 84" 1% lbs. 
me 84" 2 lbs: 
1 83g” 214 lbs. 
134” 814" 3 Ibs. 
1%’ hs 33s Ibs. 
ae 91%" 414 lbs. 


CHISELS, WOOD 
HEAVY DUTY 


_ Sturdy, two piece construction — blade and shank, forged 
in one piece, extends almost through entire handle and 
meets shank of steel cap. Steel cap takes hammer blows. 
Handle is slow burning, black plastic which possesses resis- 
tance to breakage. Blades are forged from high quality 
alloy steel. Bevel edges on blades are correctly proportioned 
for a good cutting edge. Blades 414 in. long except 14 in size 


which is 3% in. long. Packed 2 in a box. 


No. Width Overall Wet. 44 Doz. Each 
40 1” o£ 2 Ibs. 
14° oF = 214 Ibs. 
ae 1 as 2%s lbs. 
tn"! 9: = 242 Ibs. 
ee es 254 Ibs. 
4” geet 3 Ibs. 
i 9%" 314 lbs. 
114” 950” 44s Ibs. 
14” 10 ” 514 Ibs. 
oO 1034 714 Ibs. 


Blade and socket forged in one piece from finest chisel 
steel. Hickory handles have brown mahogany finish. Blades 


are given a “high color 


” 


mirror finish. Three sole leather 


washers cemented together protect the wood. Bevel edge 
butt. Blades 3% in. long. 


No. Width Overall Box Packing Each 
750 uy” 910” 6—116 Ibs. 
gr 912” 6—11s lbs. 
38” 942” 6—115 lbs. 
1," Jia” 6—114 lbs. 
5a” 9} 6—1%s Ibs. 
4” 9's 6—1's Ibs. 
ss” 9's 6—15s lbs. 
: aa 10 6—1% Ibs. 
Le" 10 2— 5; Ib. 
144” 10 2—1 Ib. 
2 1034 2—3'3 Ibs. 


GLAZIERS CHISEL 


Blade and shank, forged in one piece, extends almost 
through entire handle and meets shank of steel cap. Alloy 
steel blade. Tough, slow burning plastic handle. Will stand 
up under severe use. Blade 3% in. long. Packed 1 in a box. 

No. Width Overall Wet. '4 Doz. Each 

55 2” 9F 512 Ibs. 


CHISELS, BRICK 


Forged of vanadium alloy steel to 
stand long, hard usage and heavy 
pounding. Edge properly beveled 
for quick cutting of brick. Baked 
black finish with polished bit. 


No. Bit Length Diameter Box Packing Each 
1450 3 ” TRA IS a 4—+4 lbs. 
“ 7" 3" 4414 Ts. 

4 72 % 4i—6 lbs. 


STANLEY TOOLS for INDUSTRY 


CHISELS, COLD 


“STRAIT CUT" 


Crinity aLLoy myaa< 


= 


The size of bit and stock are identical. Forged from sili- 
con manganese alloy steel. Correctly hardened and tem- 
pered. Heads are given a wide chamfer. Octagon pattern. 
Polished on head and bit. Black body. 


No. Size Length Packing and Weight Each 
74 sale ee 12— 1 Ib. 
Ye” 5%” 12— 1% lbs. 
56° 542” 12— 2 Ibs. 
16” 6%” 12— 4 Ibs. 
368 i 6— 314 lbs 
eS 7%” 6— 6 Ibs. 
hb” (3 ee 6— 8 Ibs. 
5 as 812” 6—10 12 Ibs. 
1,” tae 12— 8% lbs. 
56” 1: * 6— 614 Ibs 
ae £25 6— 812 lbs 
me er 6—13 42 lbs. 
Be i Add 6—11% lbs. 
sis 2 6—15 Ibs. 
5 es ae wad 4—16%4 lbs. 


Forged from silicon manganese alloy steel and carefully 
hardened and tempered. Bits hammer drawn and toughened. 
Black finish with polished bit and head. 

No. Bit Stock Length Packing-—-Weight Each 

2B 4” 1" 6%” 12—3 2 lbs. 


vac vB" 644" 12—35% lbs. 
36” 56” hea 6—3 4 lbs. 
1" 4%” 7%" 6—4%4 Ibs. 
56” Ye" ae 6—6%% Ibs. 
%” ae ey 84" 6—9 4 Ibs. 


ROUND NOSE 


Forged from silicon manganese alloy steel and carefully 
hardened and tempered. Bits hammer drawn and toughened. 
Black finish with polished bit and head. 


No. Bit Stock Length Packing—Weight Each 
3B 4%" ye" 6%” 12—3 2 lbs. 

te” ye” 64%” 12—3%s lbs. 

36” BEY 5 Me 6—3% Ibs. 

ye" %” Th" 6—4% lbs. 

56” %" Sy 6—6 % Ibs. 

alee NC 8%" 6—9%4 lbs. 


DIAMOND POINT 


Forged from silicon manganese alloy steel and carefully 
hardened and tempered. Bits or points hammer drawn and 
toughened. Black finish with polished head and points. 


No. Point Stock Length Packing—Weight Each 
4B ok 1” 614" 12—37% Ibs. 
36” 56” ig 6—3% lbs. 
4" 4" 744" 6—5% lbs. 
ELECTRICIANS’ 


Designed to cut off the 
tongue on floor boards. 
Forged from alloy steel, 
carefully hardened and tem- 
pered. Blades polished. Han- 
dle black finish. Packed 4 ina box. Weight each, % lb. 

No. Stock Cutting Edge Length Packing—Weight Each 


210 1” 2%" 8” 410 Ibs. 
10 


CHISELS 
RIPPING CHISEL 


Forged from octagon tool steel and correctly tempered. 
Baked black finish with polished bit. Beveled nail slot. 
Packed 4 in a box. Weight each, 2% lbs. 

No. Stock Cutting Edge Length Packing—Weight Each 

1460 4%” 158” Ler 4—9 lbs. 


OFFSET RIPPING CHISEL 


J 


Drop forged from high grade hexagon, cold drawn tool 
steel. Toughened to withstand bending or breaking. Chisel 
end carefully beveled, ground and polished. Packed 4 in a 
box. 

No. Stock Cutting Edge Length Packing—Weight Tach 

818 %” 2” 18" 4—10 lbs. 


FLOOR AND CLAPBOARD CHISEL 


Forged from octagon too] steel and will not easily bend or 
break. Baked black finish with bit polished. Packed 4 in a 
box. Weight each, 2% lbs. 

No. Size Cutting Edge Length Packing—Weight Each 


1470 a 2" 18” 4—9 lbs. 


CHISELS, PLUMBERS' 


( Vi) tS eee , a ry 


Forged from silicon manganese alloy steel, hardened and 
tempered. Octagon pattern. Black finish with polished bit 
and head. 


No. Stock Bit Length Box Packing Fach 

12B %" % 10” 6—3 Ibs. 

13B sgl ee Oe 5 ag 6—5 Ibs. 

14B %” 14” 12” 6—7% lbs. 
COUNTERSINKS 


FOR 3-JAW CHUCKS 


1% in. diameter round shank. High 
quality tool steel, hardened and tem- 
pered for toughness. Cutting edges 
clean and sharp. For wood screws 82° 
angle taper. For work in wood and soft metals such as brass 
and aluminum. 

No. Length Cutting Edge Box Packing Each 

137 156” yy" 6—'4 |b. 


TAPERED SHANK FOR BIT BRACES 


Rose type for wood and 
apr erm > DD» soft metal such as brass 
: and aluminum. Tool steel, 


hardened and tempered. 
Clean sharp cutting edges. For wood screws 82° angle 
taper. Polished finish. 
No. Length Cutting Edge Box Packing Each 
139 44" 7, ee 6—1 lb. 


HIGH SPEED TOOL STEEL 


Tits 4% in. and larger chucks of hand 
—-_ and power drills. Fast cutting for 
rd ul countersinking metal and all other 


machinable materials. Made in one 
piece from high speed tool steel for durability and long life. 
Flutes at 82° angle to seat wood and machine screws. 
No. Length Box Packing Each 


14HS 1%” 6—% |b. 


STANLEY TOOLS for INDUSTRY 


DOWELING JIG 


Enables the user to bore 
dowel holes in the edge, end 
or surface of work with ease 
and accuracy. Capacity up 
to 2% in. It is also an excel- 
lent bit guide for mortising. 
Furnished with a depth 
gauge and 6 guides (3, 4, 
%, 48, Xs, 42). Nickel plated. 
Packed 1 in a box. 


No. Weight Each 
59 146 Ibs. 


DOWEL SHARPENER 


For chamfering the ends of dowels 
i = up to % in. diameter. Tool steel. 4 in. 


= shank. Cutting edge can be readily re- 
sharpened. Polished finish. 
No. Length Box Packing Each 
22 Bh 6—% Ib. 


DRILLS, PUSH 
“Y ANKEE" 


For quick boring of holes in wood by pushing on handle, 
which is foreed back by a spring. The drill point revolves 
backward on upstroke of handle, clearing the chips and 
freeing the point. 8 drill points, sizes %, in. to % in. diame- 
ter, stored in magazine handle. 


"100 PLUS''— No. 41 


All metal tool with exposed parts chrome plated. Recom- 
mended for the mechanic. Magazine handle easily opened 
for easy selection of correct size drill point. 

No. Length Box Packing Each 

41 1144” 1— % |b. 


Tough black plastic handle. ferrule and magazine cap 
are polished aluminum. Flange on ferrule makes ideal 
thumb rest. Aluminum cap unscrews so that proper size bit 
can be selected easily. 

No. Length 


45 104” 


Box Packing Each 
1— }% Ib. 


EXTRA DRILL POINTS FOR 
"YANKEE" ‘PUSH DRILLS 


55 —_— 
= 6 )*—> —_—_— _ is 
3S aT hh 
1 sey C8 1, er 


Available in set of eight, % in. to '% in., or by the dozen 
— all one size. 

One dozen (all one size), per dozen. 

No. 9 — Set of 8 Drill Points, one each size, 


1 
2 


per set. 


DRILLS, HAND 


"100 PLUS” 


Higher spindle 
torque for drilling in 
wood or metal to full 
capacity. Cast iron 
speed gear and two 
steel pinions with 
machine-cut teeth. 
Enclosed gears. Posi- 
tive jaw action. Heavy duty steel chuck. Red finish hard- 
wood handle. Gear full black finish, aluminum trim. 


No. Capacity Length Box Packing Each 
610 4” 12” 1—1%s lbs. 
oll 36” 12” 1—1% lbs. 

STANLEY 


Heavy duty malle- 
able iron parallel 
sided frame. Hollow 
handle contains 8 
drill points 464 in. to 
™% in. Hardwood 
handle and knob. 4 
in. speed gear, double 
pinion. Dark red fin- 
ish on handle. 


, bs 
~ CEAHEE YH O ’ 


No. Capacity Length Box Packing Each 
624 a” 13%" 1—216 lbs. 
"YANKEE" 


Compact, convenient size, light-weight. Drill has five dif- 
ferent spindle movements available: plain drive, right-hand 
ratchet, left-hand ratchet, continuous ratchet, spindle 
locked for opening chuck. Three-jaw chuck for round shank 
drills up to % in. Hardwood handle, detachable at milled 
nut, with deep drill magazine. Machine cut gear and pinion 
teeth. 

No. Capacity Length 

1530A 42" 1015” 


Box Packing Each 
1 — 144 Ibs. 


GAUGES, MARKING 
BOXWOOD 


Design of bar and 
head permits free move- 
ment, yet absolute lock- 
ing is possible when 
beam is wedged into 
“WV” shaped opening in 

; the head by thumb 
screw and shoe. Made of boxwood with brass face plate, 
thumb screw, shoe and stop screw. Adjustable pin, held at 
proper angle, scores a knife-like line. Graduated in 16ths 
for 6 inches. 


No. Box Packing Each 
65 3—1 Ib. 
METAL 


Single face head graduated in 16ths for.5 inches. Sing] 
bar carefully machined. Adjustable tempered pointe. Nintey 
plated finish. pered points. Nickel 

No. Length 


a0 rere Box Packing Each 


1—% Ib. 
VI 


STANLEY TOOLS for INDUSTRY 


GAUGE, MARKING 


METAL 


Nickel plated. Heads carefully machined. Roller cutters 
are especially adapted for marking across the grain, over 
knots, etc. Bars are 612 inches long and are graduated in 
16ths for 5 inches. Double face head and double bar. Adjust- 
able, tempered points. 


No. Box Packing Each 
98 1—% lb. 


GAUGE, BEVEL GRINDING 


EE Stainless steel gauge that enables 
<a the user to check the bevel of the 
plane iron after grinding. Packed 


149 


one on a card. 
Box Packing 


12—1 Ib. 


Each 


HAMMERS, NAIL 
“STEELMASTER"™ 


Designed for those who prefer steel handled hammers. 
Forged head is super-heat-treated for extra toughness from 
face to claw. Tempered rim minimizes chipping. Tubular 
shaped chrome alloy handle, chrome plated, is permanently 
locked in handle. Neoprene grip, bonded to handle, cushions 
the grasp and absorbs shock. 


Curved Claw 


No. Oz. Length Box Packing Each 
STI 20 1342” 2—3% lbs. 
ST1% 16 aS ome 2—3% Ibs. 
ST2 13 eet 2—2% lbs. 
Ripping Claw 
STIA 20 1332” 2—3% Ibs. 
STIUYA 16 1S 2—3%4 lbs. 


“100 PLUS" 


Heads are forged from special analysis steel and are 
“super-heat-treated” for toughness. Handles are specially 
selected seasoned hickory, ‘‘Evertite” processed to exclude 
moisture, triple-wedged in head. 


Curved Claw 
No. Oz. Length Box Packing Each 
1] 20 13%” 6—13 % lbs. 
11% 16 shape 1 6—10%2 lbs. 
12 13 1D ne 6— 7% lbs. 
Ripping Claw 
21 20 1344” 6—13 2 lbs. 
21% 16 Teg. i 6—1014 lbs. 


HAMMERS, NAIL 


“100 PLUS", OCTAGON 


Curved claw. Octagon neck and poll, “super-heat-treated”’ 
special alloy steel head. Fully polished, except black under 
claw. Seasoned hickory handle, ‘‘Evertite’’ processed, 
securely wedged to head. 


Full Octagon Handles 


No. Oz. Length Box Packing Each 
OH11 20 13%" 6—13 12 lbs. 
OH11% 16 a ad 6—10 % lbs. 
OHI12 13 tee 6— 712 lbs. 


"100 PLUS", OCTAGON 


« 
one 


a a 


eed 


Ripping pattern, “super-heat-treated” special alloy steel 
head. Seasoned hickory handle, “Evertite” processed, se- 
curely wedged to head. 


Full Octagon Handles 


No. Oz. Length Box Packing Each 
OH21 20 134” 6—13 % lbs. 
OH21% 16 13 7” 6—1014 lbs. 


STANLEY, BELL FACE 
Curved Claw 


Bell face, round neck and poll. Head is polished with 
black neck. Curved claw. Head forged from special analysis 
steel, strong straight grain hickory handle, “Evertite” pro- 
cessed to prevent loose handles. 


No. Oz. Length Box Packing Each 
51 20 13%” 6—10%% lbs. 
514% 16 Se 6— 9 Ibs. 
52 13 ibys 6— 7 Ibs. 
524% 10 Fe, 6— 5% lbs. 
53 tf 12h 6— 5 lbs. 


Ripping Claw 


Bell face, ripping claw. Round neck and poll. Forged 
“super-heat-treated” head securely fastened to selected 
“Evertite”’ processed hickory handle. Polished with black 
neck. 


No. Oz. Length Box Packing Each 
51A 20 13%" 6—10% lbs. 
SLA 16 13 6— 9 Ibs. 


STANLEY TOOLS for INDUSTRY 


HAMMERS, NAIL 
STANLEY, CROSS CHECKERED FACE 


Cross checkered — bell face. Super-heat-treated special 
analysis steel heads. Strong, straight-grain hickory handles 
securely wedged to heads; correctly balanced for easy han- 
dling. Round neck and poll. Polished finish with black neck. 


Curved Claw 
No. Oz. Length Box Packing Each 
151 20 13 te” 6—10' lbs. 
151% 16 13h 6— 9 Ibs. 
Ripping Claw 
IS1A 20 1314" 6—10 146 lbs. 
ISLA 16 nits anes 6— 9 Ibs. 
"JOBMASTER" 
Curved Claw 
A 
= = fe =) ss mer & e y 


Heads are drop forged in positive dies and are hardened 
and tempered on face and claws. Straight grain hickory 
handles. Bell face, Polished, with black neck. Curved claw. 
found neck and poll. 


No. Oz. Length Box Packing Each 
101 20 1312" 6—10% lbs. 
101% 16 its et 6— 9 lbs. 
102 13 Le: 6— 7 Ibs. 
103 T in 6— 5 Ibs. 


“JOBMASTER" 
Ripping Claw 


ba 


Ripping claw. Polished, with black neck. Round neck and 
poll. Handles are comfortably shaped from straight grain 
hickory and are securely wedged. 


No. Oz. Length Box Packing Each 

101A 20 13%" 6—10% Ibs. 

1OLYA 16 ig ” 6— 9 Ibs. 
"HERCULES" 


_Drop forged head with black finish, polished face. Sound 
hickory handle securely wedged in head. 


Curved Claw 


No. Oz. Length Box Packing Each 
211% 16 Se 6—9 lbs. 
213 7 WPA 6—5 lbs. 
Ripping Claw 
Z21LLYA 16 13” 6—9 lbs. 


HAMMERS, MECHANICS’ 
BALL PEIN 


“Super-heat-treated” heads. ‘‘Evertite” hickory handles. 
Octagon pattern. Polished. 


No. Oz. Length Box Packing Each 
291B 2 Ons 6— 1% lbs. 
306 4 10%” 6— 2% lbs. 
307 6 1A i 6— 314 lbs. 
308 8 13 G— 5 Ibs. 
309 12 Lae 6— G12 lbs. 
310 1G 14142” 6— 814 lbs. 
311 20 15% 6—10% lbs. 
312 24 iM ae 6—11%4 lbs. 
314 32 EG 4—10 Ibs. 
316 40 16” 4—1113 lbs. 


“JOBMASTER" — BALL PEIN 


“Super-heat-treated” and drop forged heads. Straight 
grain, seasoned hickory handles. Handles are “Evertite” 
processed and triple wedged. Ball pein contoured for maxi- 
mum utility. 


No. Oz. Length Box Packing Each 
306B 4 10%” 6— 212 lbs. 
307B 6 12.” 6— 312 lbs. 
308B 8 EB) ee 6— 5 Ibs. 
309B 12 ray 6— 612 lbs. 
310B 16 1442” 6— 814 Ibs. 
311B 20 Les 6—10%4 lbs. 
312B 24 16 6—11%: Ibs. 
314B 32 LG .% 4—10 Ibs. 
316B 40 1G 4—1113 lbs. 
FLOORING 
ae 


The right hammer for laying floors. Plain eye, octagon 
neck. Special black finish with polished face. Hickory han- 
dles, ‘““Evertite’’ processed. No. 221C has checkered face. 


No. Oz. Length Box Packing Each 
221 32 1012” 4—10}2 lbs. 
221C 32 1012” 4—1012 lbs. 
LINEMAN'S 
—s ) 
ee ae 


Adze eye, octagon head, straight claw. Black fini i 
polished face. No. 160B has checkered face. nish with 


No. Oz. Length Box Packing Each 
60B 32 1342” 4—10142 lbs. 
160B 32 1332” 4—101s Ibs. 
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STANLEY TOOLS for INDUSTRY 


HAMMERS, MECHANICS’ 


RIVETING 


Machinists choose these hammers for riveting and light 
metal work. Plain eye. Polished. Forged ‘“super-heat- 
treated” head securely fastened to ‘“‘Evertite” processed 
selected hickory handle. 


No. Oz. Length Box Packing Each 
230 4 LE 6—212 lbs, 
231 7 12" 6—4 Ibs. 
232 1) a Ag 6—4 44 lbs. 
233 12 13” 6—6 Ibs. 


PROSPECTING PICKS 


Favorite with geologists. “Super-heat-treated” heads. 
“Evertite” processed hickory handles. Smooth black finish 
— polished face. 


No. Oz. Length Box Packing Each 

251 16 13” 6— 9 Ibs. 

252 24 3” 6—13 1% lbs. 
ENGINEERS’ 


Cross pein — polished. “Super-heat-treated” heads. 
“Evertite” hickory handles. 


No. Oz. Length Box Packing Each 

382 32 16” 4—1014 Ibs. 

383 40 16” 4—12 lbs. 

Sc4 48 16” 4—14¥%, lbs. 
ENGINEERS‘ 


Black finish 
head, forged from 
high grade steel. 
Packed 4 in a box. 


No. Oz Packing Each 
861H 32 4—10 lbs, 

40 4—12 lbs. 

48 4—15 lbs. 

64 4—20 lbs. 


HAMMERS, MECHANICS’ 


ENGINEERS' 


Double face — polished. ‘‘Super-heat-treated” heads. 
“Evertite” hickory handles. 


No. Oz. Length Box Packing Each 

392 40 16” 4—11% lbs. 

393 48 16” 4—14%4 lbs. 
ENGINEERS’ 


Double face 
head, black finish. 
Forged from high 
grade steel. 


No. Oz. Packing Each 
850H 40 4—12 lbs. 

48 4—15 lbs. 

64 4—20 lbs. 


BLACKSMITHS’ HAND 


ue oo. 


Designed for machinists and blacksmiths. Polished. 
“Super-heat-treated” heads. “Evertite” processed hickory 
handles. 


No. Oz. Length Box Packing Each 

401 32 15” 4—1014 lbs. 

402 40 16” 4—12% lbs. 

403 48 16” 4—14%4 lbs. 
ENGINEERS' 


Cross pein, 
black finish. 
Forged from high 
grade steel. 
Packed 4 in a box. 


No. Oz. Packing Each 
860H 32 4—10 lbs. 

40 4—12 lbs. 

48 4—15 lbs. 

64 4—20 lbs. 


SCALING OR BOILER PICK 


Head drop forged from finest grade carbon tool steel. 
Black enamel finish. Straight grain hickory handle. 

No. Oz. Bit Head Length Box Packing Each 

1070H 16 1%,” 5” 6—9% lbs. 


STANLEY TOOLS for INDUSTRY 


HAMMERS, MECHANICS' 


MAGNETIC TACK 


HAMMERS, MECHANICS' 
BRICKLAYERS' | 


Expertly designed to suit the requirements of the artisan 
trade. Adze eye. Smooth black finish, polished on face and 
top of entire head. ‘‘Super-heat-treated”’ heads. Durable 
chisel edge. ‘““Evertite” processed hickory handles. 


Right size for shop work. Forged steel head, ‘“‘super-heat- 
treated.” Striking portion highly magnetized. Overall pol- 
ished finish. “Evertite’” processed hickory handle. 


: . ‘ No. Oz. Length Box Packing Each 
Bus Oz. Leta Box Packing Each 601 5 12” 62% Ibs. 
430A 10 10% 4— 4 lbs. rae 5 2% 
431A —s-18 os 4— 6 lbs. . e oa aoe 
431%A 24 ibs 4— 8 lbs. 
432A 32 ss eas 4—11 lbs. 


UPHOLSTERERS' MAGNETIC 


TINNERS' SETTING 


Plain eye. Polished. Special analysis steel heads, ‘“super- 
heat-treated” for toughness. ‘‘Evertite” processed hickory 


handles. 
No. Oz 
151 8 
452 Le 
453 16 


Length Box Packing Each 
12,” 6—5 ¥% lbs 

13” 6—7 lbs 

14” 6—9 % lbs 


TINNERS' RIVETING 


A 


le if 
Sy oe 


Ll 
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Polished. Forged ‘‘super-heat-treated” head securely 
fastened to selected ‘‘Evertite” processed hickory handle. 


No. Oz. 
461 8 
462 12 
163 16 
4164. 20 


Body has red finish. 
packing. 

No. 

o70H 


Length Box Packing Each 
11%” 6— 444 lbs. 

abs mas 6— 6% lbs. 

14” 6— 8 Ibs. 

aH: 1" 6—10 Ibs. 
MASONS' 


Forged from high 
grade steel, correctly 
hardened and tempered. 
Eyes are straight and 
true. Faces are machine 
turned and polished. 
Iace and pein are polished. Bulk 


Lbs. Each 
3 
4 


HAND DRILLING 


Used with star 
drills for concrete 
work. New Eng- 
land pattern. 
Forged from high 
grade steel. 


Packing Each 
4—10 lbs. 
4—15 lbs. 
4—20 lbs. 


Forged “super-heat-treated” head, polished and strongly 
magnetized. ‘‘Evertite” processed hickory handle. 


No. Oz. 
602 {4 
6020 7 


Length Box Packing Each 
1034” 6—3 lbs. 
10%” 6—3 lbs. 


BILL POSTERS’ MAGNETIC 


Forged steel heads, highly-polished with forked ends 
strongly magnetized. Seasoned, ““Evertite” processed hick- 


ory handles. 
No. re) 
165 5 
166 vf 


Ze. 


V4 
7 


> 


605 1 


Length Box Packing Each 
11” 6—312 lbs. 
122 6—4 1 lbs. 

TACK CLAW 


A handy accessory for any tack 
hammer. Can be easily applied to 
end of handle. 

Box Packing Each 
12—%; lb. 


HEAVY HAMMERS AND SLEDGES 
STRIKING HAMMERS 


No. Lbs. 


750H 4 


Nevada or Long 
Pattern. Forged 
from high grade 


steel. 
Packing Each 
4—20 lbs. 
4—81 Ibs. 
4—40 lbs. 
4—AT lbs. 
4—57 lbs. 
3—66 lbs. 


STANLEY TOOLS for INDUSTRY 


HEAVY HAMMERS AND SLEDGES" 
OREGON OR SHORT PATTERN 
Black finish. 


Forged from high 
grade steel. 


No. Lbs. Packing Each 
760H 4 4—20 lbs. 
6 4—31 lbs. 
8 4—40 lbs. 
10 4—47 lbs. 
12 4—57 lbs. 
CROSS PEIN 
Black finish. 
Forged from high 
grade steel. 
No. Lbs. Packing Each 
830H 6 4—31 lbs. 
8 4—40 lbs. 
10 4—47 lbs. 
12 4—57 lbs. 
16 3—56 lbs. 
STRAIGHT PEIN 
— Black finish. 
Forged from high 
grade steel. 
No. Lb Packing Each 
840H 8 4—40 lbs. 
12 4—57 lbs. 
14 4—66 lbs. 


DOUBLE FACE 


Black finish. 
Forged from high 
grade steel. 


No. Lbs Packing Each 
850H 4 4—20 lbs. 
6 4—31 lbs. 
8 4—40 lbs. 
10 4—47 lbs. 
12 4—57 lbs. 
16 3—56 lbs. 
20 3—78 lbs. 
TOP OR SHIP MAUL 
/ 
No. Lbs. Each 
930H 4 
5) 


Oregon pattern. Bulk packing. 


No. Lbs. Each 
960H 6 
8 


HAMMERS, SOFT FACE 


Hammers have tough, 
slow-burning plastic 
tips that will not mar 
finely finished surfaces 
or assembly parts. All 
; tips are renewable. 
Hickory handles are “Evertite” processed and are securely 
wedged in the steel center body. Head is red, tips amber 
color and handle is lacquered mahogany. 


No. Head Handle Length Box Packing Each 
592 144 02. 756” 6—1 Ib. 
593 4 oz. lease 6—2 Ibs. 
5930 6 oz. 11%" '6—3 1% lbs. 
594 8 oz, 1% 4 6—5 Ibs. 
595 16 oz. Vie *6—8 Ibs 
5950 32° oz. 12%” 2—5 Ibs. 
EXTRA TIPS 
No. Diameter For Hammer No. Box Packing Euch 
592A oie 592 6--'% |b. 
593A i" 593 6—% lb. 
5930A | ee a 5930A 6—% lb. 
594A 1 * 594 6— 8 lb. 
595A 136” 595 6—%% Ib. 
5950A 155” 5950A 6—% Ib. 


KNIVES, UTILITY 


For heavy duty use such 
as cutting wallboard, veneer, 
linoleum, auto-top and up- 
holstery materials. Packed 


with five blades and blade guard in the magazine handle. 
Light weight, cast aluminum. 
No. Length 
199 6" 


Box Packing Each 
6—1% Ibs. 


For general use. Knife is 
yacked with five blades and 
blade guard in the magazine 
handle. Light weight, cast 


aluminum. 
No. Length Box Packing Each 
299 544" 6—1% lbs. 


EXTRA BLADES FOR UTILITY KNIVES 


an © an © ae aN y mmt ays \ 
No. 1991 No. 1992 
Pointed razor type blades for knives Nos. 199 and 299. 
Nos. 1991 and 1992 have two notches. Length and thickness 


of blades: No. 1991 2% in. x .017 in.; No. 1992 2%, in. x .025 
in. 


No. Quantity Each 
1991 Packageof 5 
1991C Package of 100 
1992 ; Packageof 5 
1992C Package of 100 


CARBIDE TIPPED BLADE 


Used with No. 199 utility knife to score- 
cut asphalt cement products, abrasive 
composition siding anal roofing materials. 
Packed individually in plastic envelope, 
6 to a box. 

No Ench 


1995 Blade Only 


STANLEY TOOLS for INDUSTRY 


LEVELS, WOOD 


CHERRY 


Made from seasoned cherry, kiln dried and sealed against 
moisture. Non-adjustable. Level vials protected by heavy 
brass plates. One plumb and one level. Stock 2% in. by 1% 
in. 


No. Length Box Packing Each 
0 18” 1—1 ' lbs. 
24” 1—1 5s lbs. 
28” 1—2% lbs. 
SUGAR PINE 


=6=-ou 


Made from thoroughly seasoned sugar pine, sealed and 
weather-proofed. The matched proved vials set solid in 
plaster. Heavy glass covers protect vials. Hang hole at one 
end. Four vials — double plumb, two single levels. 


No. Length Stock Box Packing Each 
257 24” 2%" x 1K" 1— 14s lbs. 
28” 2he x Le” 1—15¢ lbs. 


TORPEDO, WOOD 


Accurate, handy-size for 
mechanics, inspectors, hobby- 
ists and householders. Tap- 
ered shape and small size make them handy pocket levels. 
Hardwood stock 1% in. x % in. Cat’s Eye vials set solidly in 
plaster. Metal face plates. Three vials — level, plumb, and 
45° mitre. 

No. Length Box Packing Each 

260 9” 6—1% lbs. 


TORPEDO, PLASTIC 


———— See-thru Lucite housings 

Wie “i magnify bubbles for easy 

pes = reading from any angle — re- 

: = flect light for easy reading in 

dark corners. High impact plastic frame. Securely anchored 

plumb and level vials will not jar loose. Stock 156 in. x 58 in. 
No. Length Box Packing Each 


263 9 6—1 lb. 


TORPEDO, ALUMINUM 


— — a Die cast, lightweight alumi- 
[ir ie = wij num. Handy pocket level for 
a a ee ef mechanics and home owners. 
Three glasses — plumb, level, and 45° mitre. Stock 1% in. x 
56 in. 

No. Length Box Packing i Each 
264 9” 1—5}s oz. 


TORPEDO, WITH MAGNET 


Lightweight aluminum 
frame, carefully machined. 
Siew Pina ae ace HAE DSL meres 
a et it ideal for all who work wit 
a metal. Tapered length — 
handy pocket size. Has three vials—level, plumb, 45° mitre. 
Stock 13% in. x 5 in. 
No. Length Box Packing Each 
364 9” 6—2 lbs. 


LEVELS, WOOD 
MASONS' 


Level has six “matched” proved vials (two double plumbs 
and one double level). Vials marked with clean, indelible 
black lines. Heavy protecting glass windows. Seasoned 
African mahogany, thoroughly kiln dried and sealed 
against moisture. Non-adjustable vials. Interlocking alumi- 
num bound edges. 

No. Length Stock Box Packing Each 


2513 48” 2h," x 1%" 1—3%% Ibs. 


LEVELS, MAGNESIUM 


Made from extruded I-beam magnesium — 4% lighter than 
aluminum. Smooth finish, with sides and ends true and 
parallel. Accurate, clear-fluid glasses secured in vial hold- 
ers, easy to adjust and replace. Six vials —two double 
plumbs, one double level. 72 and 78 in. sizes have three 
double plumbs, two double levels. 


No. Length Stock Box Packing Each 
255 24” 14%” x 255” 1—1% lbs. 

28” 13h x 256," 1—15s Ibs. 

30” 134 x 256” 1—1% lbs. 

48” 14%" x 256" 1—214 lbs. 

Te. 144” x 256” 1—3% lbs. 

78” 14%” x 258” 1—3% lbs. 


LEVELS, ALUMINUM 
"100 PLUS" FULLY ADJUSTABLE 


Vials are adjustable in pairs to any point in the circle, or 
individually for two inches of pitch to the foot. Level cases 
dust-tight and watertight. Level case parts replaceable for 
repair. Case adjustment protected by fixed cover plate so 
that glasses remain true against accidental blows. 


No. Length Stock Box Packing Each 
233 24” 244" x 1%," 1—2 Ibs. 
28” 2h," x 14%,” 1— 24 Ibs. 


NON-ADJUSTABLE 


Precision cast aluminum level with protecting glass cov- 
ers held in place by rubber gaskets — make replacement of 
glasses easy when broken. 24 in. and 28 in. sizes have six 
vials — two double plumbs, one double level. 18 in. size has 
four vials — two single plumbs, one double level. Aluminum 
finish with black trim. 


No. Length Stock Box Packing Each 
313 18” 25," x 3s” 1—1 12 lbs. 
24” 2G xe 1—175 lbs. 
28” 2g Xx 1—2 Ibs. 
LINE LEVEL 


Aluminum with a proved glass. Weighs less than %4 oz. 


Hexagon shape. Patented hooks keep level from shaki ff 
line. Individually packed in a plastic tube. SAAS BGS 


No. Length Box Packing Each 
187 3%" 6—8s5 lb. 
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STANLEY TOOLS for INDUSTRY 


LEVELS, METAL 
MACHINISTS’ 


Bottoms are accurately 
== _ milled. Ground glasses are ex- 

SSS = tra long and of large diame- 
ter, making this iron level practical for the machinist. Vials 
are set in metal cases, and attached with a positive screw 
adjustment. Grooved bottom. Adjustable, precision vial. 
Nickel plated finish. 


No. Length Box Packing Each 
34V 4” 1— 35 lb. 
6” 1— %s lb. 
8” 1— '5Y, Ib. 
10” 1—1, Ibs. 


Adjustable, proved vials. Made from special iron castings 
insuring lightness, strength and rigidity. Fitted with 
“Eclipse” covers, which can be turned to expose the vials or 
to protect them completely when not in use. Black finish 
with nickel trim. 


No. 36—Smooth Bottom No. 36G—Grooved Bottom 


Length Box Packing Each Length Box Packing Each 
6” 1— % |b. 6" 1— % |b. 
9” 1—1%4 lbs. 9° 1—1% lbs. 
12” 1—2 Ibs. 12” 1—2 Ibs. 
18” 1—3 4s Ibs. 18” 1—3% lbs. 
24” 1—41%4 lbs. 24” 1—4% lbs. 


IRON, NICKEL PLATED 


Adjustable, precision vials. Iron casting with grooved 
bottom. For plumbers, millwrights, electricians, etc. 
Foe covers protect vials when not in use. Nickel plated 

nish. 


No. Length Box Packing Each 
37G 12* 1—2\%, lbs. 

18” 1—3 6 Ibs. 

24” 1—4%4 lbs. 


IRON, MACHINISTS’ 


Machinists’ square iron levels. Proved “Cat’s eye” vial set 
in plaster. Top plate is fastened independently of glass. 
Nickel plated. 


No. Length Box Packing Each 
38% 4” 6—1% lbs. 
39% 6" 6—3% Ibs. 


CAMERA LEVELS 


No. 181 No. 183 


Especially valuable on cameras; also used extensively to 
level clocks, instruments and small work. Proved glasses. 
Grey iron cases, black finish. 


No. Vials Size Box Packing Each 
181 2 TGP x 154" 12—% lb. 
183 1 De x: BF 12—% Ib. 
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MITRE BOXES 


Fully adjustable, 
accurate tools for 
skilled woodworkers. 
Back, frame and 
quadrant are cast in 
one piece. Entire box 
is strongly braced 
and absolutely rigid. 
Quadrant graduated 
in degrees and in- 
dexed for 5, 6, 8 and 
12 sided figures. 
Swivel is self-clamping at any position. Two-tone grey 
finish with red trim. First quality back saw furnished with 
each box. 


No. Saw Rt. Angle Cap. Cap. 
244 24” x4” 814” 542" 1—29 lbs. 
246 26” x4” 84” 542” 1—80 lbs. 
346 26” x4” 9144" 642" 1—83 lbs. 
358 28" x5” 9%” 64%” 1—85 lbs. 
360 30" x 6” 936" 644" 1—87 lbs. 


Box Packing Each 


Swivel and up- 
rights cast in one 
piece from malleable 
iron. Roller bearing 
saw guides. Depth 
gauge stops control 
depth of saw cut. 
Saw is automatically 
lifted out of kerf 
cuts when swivel po- 
sition is changed. 
Quadrant is gradu- 
ated in degrees and indexed for 5, 6, 8, and 12 sided figures. 
Two-tone grey finish with red trim. First quality back saw 
furnished with each box. 


Mitre 
No. Saw Rt. Angle Cap. Cap. Box Packing Each 
2244 24” x4" 8%” 54%” 1—28 lbs. 
2246 26" x4" 8%” 542” 1—29 lbs. 
2358 28” x5” 936” 6%" 1—383 lbs. 


Can be set to cut any angle 
from 45° to 90°. Swivel is 
fitted with a pin which locks 
into the numbered index holes. 
Adjustable stops control 
depth of cut. Frame is made 
of grey iron casting with steel 
legs. Nickel plated steel parts. 
Rustproof finish. High quality 
24 x 4 inch back saw fur- 
nished with No. 60. 


Mitre 
No. Rt. Angle Cap. Cap. Box Packing Each 
50 NoSaw a 4%" 1—17 lbs. 
60 WithSaw 7%” 4%" 1—21 lbs. 


METAL CUTTING 


Hack saw type for 
cutting molding, tub- 
ing, etc., of metal, 

lastic, and wood. 

rovided with ad- 
justable thumb screw 
clamps which hold 
work tightly. Made 
of steel with saw 
guides of cast iron 
reinforced with steel. A hack saw frame with high speed 
steel blade 12 in. x % in., 32 tooth is furnished. Base, back 
and saw guides are finished blue, other parts are nickel 
plated. 


Width 
No. Saw Depth Cap. Cap. Box Packing Each 


2360 12”x%4"x.025 2%” 3” 1—11 Ibs. 


STANLEY TOOLS for INDUSTRY 


MITRE TOOLS 
MITRE AND CORNER CLAMP 


Superior engineered fea- 
tures for better glueing, 
nailing, doweling of picture 
frame mouldings, etc. Three 
inch capacity — will hold 
stock of different width and 
thickness at same time. 
Clamping jaws travel along 
screw threads—always par- 
allel to clamping surface. 
Slot permits using saw to 
true-up uneven mitre cuts. 
Precision cast aluminum al- 
loy, attractively finished in grey with red trim. Packed four 
in display carton. 


No. Clamping Capacity Weight 14 Doz. Each 
A04 3? 3 Ibs. 
MITRE VISE 


Meets every requirement 
for a picture frame clamp 
for square corners. It will 
clamp any moulding up to 4 
inches wide, and join any 
frame larger than 3% x 342 
inches. The Vise holds two 
sides of the frame firmly in 
position for nailing. The 
universal base is made so 
that the Vise can be tilted. 

Frame is made of grey 
iron finished in grey enamel with red trim. 


No. Box Packing Each 
400 1—15 lbs. 
NAIL CLAW 


Gets close into corners to pull nails where a claw hammer 
can’t. Drop forged from octagon alloy steel with carefully 
designed extracting claw, heat treated for long life. Grey 
baked enamel finish with red trim. 


No. Size Packing Each 
H33 aes at et 6—6 lbs. 
NAIL SETS 


Square head. Special tool steel hardened at both ends. 
Tips are cupped, chamfered and oil tempered. Polished head 
and tip. 3% in. long. 


No. Size Box Packing Each 
1134 1/32” 12—1 Ib. 

2/32” 12—1 |b. 

5/64” 12—1 Ib. 

3/32” 12—1}¢ lbs. 

4/32” 12—136 lbs. 

5/32" 12—15s lbs 


PLANES, BENCH 


SMOOTH 


Well balanced tools for all 
woodworkers. Made from 
finest grey iron castings 
with sides and bottoms ma- 
chined smooth and true. The 
polished surfaces are fin- 
ished with clear lacquer to 
improve their appearance 
and prevent rusting. Special 
analysis steel cutters are ad- 
justable endwise and sidewise. Throat opening adjustable 
for coarse or fine work. Rosewood handles and knobs. 


No. Description Length Cutter Box Packing Each 
3 Smooth 8” 1%” 1—3 6 lbs. 
4 Smooth 9” As Ng 1—3% lbs. 
414% Smooth LO” 236” 1—5 Ibs. 


Above planes also furnished with corrugated bottoms. 
Suffix “C” to class number. 


JACK, FORE AND JOINTERS 


Box Packing Each 


Length 


No. Description 


5 Jack 14 * Fs 1—5 sibs. 
5% Jack 1142” 1%" 1—3% Ibs. 
6 Fore 13” 256" 1—7 ibs. 
7 Jointer 22 ” 236” 1—8 Ibs. 
8 Jointer 24 ” 256” 1—9 14 lbs. 


Above planes also furnished with corrugated bottoms. 
Suffix “C” to class number. 


PLANES, BLOCK 


Cutter is adjustable endwise 
and sidewise. Adjustable throat. 
“Handy Grip.”” Sides and bot- 
toms ground. Black trim. 

No. 914 made without adjust- 
able throat. 


No. Length Cutter Box Packing Each 
914 6" at 1—1 12 lbs. 
9% 6” Ae 1—11 lbs. 


Adjustable cutter. Low an- 
gle. Cutter rests on seat at an 
angle of 12°. The low angle of 
the cutter makes it easy to 
plane across hardwood. Throat 
is adjustable for coarse or fine 
work. Black finish lever cap and trim. 

No. Length Cutter Box Packing 


6014 6" 135” 1—11¢ Ibs. 


Each 


Adjustable cutter — low 
angle. Cutter rests on seat 
at an angle of 12°. The low 
angle of the cutter makes 
it easy to plane across 


; hardwood. Adjustable 
throat. Nickel plated lever cap and trim. 
No. Length Cutter Box Packing Each 
65 fe 155" 1—1%s lbs. 
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STANLEY TOOLS for INDUSTRY 


PLANES, BLOCK 


Small, light plane, handy for odds and 
ends of light work. Sides and trimmings 
durable grey finish, red finish on lever. 
No. Length Cutter Box Packing Each 
101 312” 5 Eas 3—% Ib. 


Wheel adjustment. Recom- 
mended for ordinary work 
that does not require frequent 
adjustment. Cutter can be ad- 
justed for thickness of shav- 
ings by turning wheel. Bottom 
is milled and ground. Lever 
cap is polished and nickel plated. Rosewood knob. 

No. Length Cutter Box Packing Each 
110 fad a” 1—1 6 lbs. 


Designed especially for shop 
classes and for woodworkers 
who want a sturdy block plane. 
It is practically unbreakable, 
has few adjustments and fits 
the hand comfortably. Cutter 
rests at low angle of 12°. “Han- 

. dy” grip. Durable black finish 
and nickel] plated thumb rest, thumb screw, stud and adjust- 
ing screw. 

No. Length Width Cutter 

118 G” 155” 


Box Packing Each 
1—114 lbs. 


Cutter is adjustable end- 
wise by means of a steel 
adjusting screw. Bottom 
and sides are milled and 
ground. Durable black 
trimmings. Rosewood knob. 
Box Packing Each 
1—1% lbs. 


No. Length Cutter 
220 7 15s” 


PLANES, RABBET 
DUPLEX 


This plane has two 
seats for the cutter; one 
for regular work and the 
other for working close 
into corners. Fitted with 
aspur and a removable 
depth gauge. The adjust- 
able fence can be used on 
either side of the plane. 
When used in the rear 
seat the cutter is adjustable for thickness of shaving. Black 
finish with nickel plated trimmings. 

No. Length Cutter Box Packing Each 

78 84” 14%” 1—3 lbs. 


CABINET MAKERS' 


Especially valuable when fit- 
ting rabbeted shoulders for 
splices and mortises, and for any 
fine rabbet work on cabinets, 
patterns, etc., where accuracy is 
essential. 

Sides and bottom are machine 
ground, square to one another so 
plane will lie flat on either side. 
Throat opening is adjustable for 
coarse or fine work. Cutters are 
adjustable for thickness of shav- 
ing. Nickel plated. No. 90 is a 
bull nose pattern and can be used 


No. 92 in corners or other hard to get at 
places. 
No. Length Cutter Box Packing Exch 
90 rae 1 1—1 % Ibs. 
92 546” Wg 1—1 Ib. 
93 G42” 1: ie 1—11%% lbs. 
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PLANES, RABBET 


BULL NOSE 


Used for working in corners and 
other hard-to-get-at places to make 
light rabbet cuts. Adjustable mouth 
for coarse or fine work. Bottom 
ground true. Durable black finish. 
No. Length Cutter Box Packing Each 


75 4” 134,” 1—%s Ib. 


PLANES, ROUTER 


Tor surfacing the bottom of 
grooves or other depressions 
parallel with the surface of 
the work. % in., %4 in., and 
“V” or smoothing cutter fur- 
nished with each plane. Ad- 
justable cutters can be held 
on the front of cutter post for 
regular work or on back for 
bull nose work. Cutters graduated on shank in 16ths for one 
inch to make depth adjustments easily. Adjustable fence 
follows straight, convex, or concave surfaces. Nickel plated 
body. Maple knobs, black finish. 

No. Length Box Packing Each 

71 714" 1—2°%% lbs. 


Useful for very narrow work such as 
inlay work, cutting dados for shelves, let- 
ting in lock plates, etc. Can be used for 
either regular or bull-nose work. Nickel 


4 plated. 
No. Length Width Cutter Box Packing Each 
271 3” = 1— 3g lb. 
PUNCHES 


HAND 
Forged from silicon manganese alloy steel and carefully 


hardened and tempered. Points hammer drawn and tough- 
ened. Black finish with polished head and points. 


No. Point Stock Length Box Packing Each 
5B XK," 36” 5" 12— 2 Ibs. 

%y" ye" 6%" 12— 4 Ibs. 

Hi,” 56” ff es 6— 316 lbs. 

nat Ai Tie” 6— 5 Ibs. 

3,” %" 814” 6— 7% lbs. 

56” a OP Pav 6—10 Ibs. 

MACHINE 


— =) 


Forged from silicon manganese alloy steel and carefully 
hardened and tempered. Points hammer drawn and tough 
ened. Black finish with polished head and points, 

No. Point Stock Length Box Packing Each 

6B 4/32” 36” 5%” 12—1% Ibs. 

5/32” 36” 534” 12—2 lbs. 
6/32” ye" 6%" 12—3% lbs. 
8/32” iis filed G—5 14 Ibs. 
10/32” %” 7%" 6—S8 lbs. 


STANLEY TOOLS for INDUSTRY 


PUNCHES 


CENTER 


Forged from silicon manganese alloy steel, hardened and 
tempered. Bits are hammer drawn and tempered. Polished 
bit and head. Black finish. 

No. Stock Length 

8B 36 ” 5” 


Box Packing Each 


12—2% lbs. 


PRICK 


SEES 


Forged from silicon manganese alloy steel, hardened and 
tempered. Point hammer drawn and tempered. Polished bit 
and head. Black finish. 

Nd. Stock Length 

OB : so" . by 


Box Packing Each 


12—2% lbs. 


LONG TAPERED 


SARS oy 


Forged from silicon manganese alloy steel and carefully 
hardened and temperd. Points hammer drawn and tough- 
ened, Black finish with polished head and points. 


No. Point Stock Length Box Packing Each 

ISB 340" 36” 8” 12— 3 Ibs. 

16B 30” 14” io” 6— 2% lbs. 

8B Sho" 34” 18” 6—12 lbs. } 
CENTER 


Used to make starting holes in wood, fibre, etc., for screws 
or drills. Tips are accurately shaped so that the extreme 
point is always in the center of the tool. ; 

Alloy steel. Round knurled shanks. Has square head to 
prevent rolling. 

No. Tip Stock 

1034 yy" Wy" 


Box Packing Each 


12—1_ |b. 


Length 


37%" 


RULES, BENCH SHOP 


Vertical figures — easy to read in any position. Gradu- 
ated on one side in 8ths of inches from left to right; other 
side in 16ths from right to left. Ends protected by brass 
tips. Made of maple. 


No. Size . Box Packing Each 
34V 20xlag 12—2 6 Ibs. 
3414 Vx 1%” 12—1%4 lbs. 


RULES, BOXWOOD 
CALIPER 


Ho 3698 


Brass caliper slide accurately graduated both sides in 
16ths and 32nds. 1 foot long, 2 folds, 1% in. wide. Strong 
aoa joint. Graduated in 8ths, 10ths, 12ths, 16ths and 

2nds. , 


No. Box Packing Each 


364%4R Right hand caliper 6—7% ‘Ib. 
36%4L_ Left hand caliper 6— 7% lb. 


Brass caliper is accurately graduated by 16ths and 32nds. 
Head is machined for inside and outside calipering. Caliper 
capacity — hole diameters from % in. to %4 in.; outside 
diameters of rounds up to 1% in.; overall width or lengths 
up to 3% in. Rule is 4 in. long, 138 in. wide. 

No. Box Packing 


136 6—% lb. 


Each 


Brass caliper accurately graduated by 16ths and 32nds. 
Head is machined for inside and outside calipering. Caliper 
capacity — hole diameters from % in. to 5 in.; outside diam- 
eters of rounds up to 3 in.; overall width or lengths up to 5 
in. Rule is 5% in. long, 1% in. wide. 

No. Box Packing 


136% 6—114 Ibs. 


Each 


RULES, "PULL-PUSH" 
“GLIDE-O-MATIC" 


Pull blade out, lock it at desired length with push-button. 
To retract blade, push button from back of case and blade 
glides back into the case. For inside measurements, back of 
blade is used — marking starts at 2 inches to compensate 
for width of case. Two hardened steel scribers can be used 
to mark measurements. 

Blade is white finish, 42 inch wide. Double scale marking 


_ starts after first foot. Blade is replaceable and can be 


changed quickly. Tru-zero hook on end of blade compensates 
for its own thickness, inside or outside. “D" shape case 
with chromium finish. Each rule is packed in plastic box. 


No. Length Box Packing Each 
348 W 8 ft. 235 Ibs. 

3410W 10 ft. 6—25s lbs. 

3412W 12 ft. 6—2% Ibs. 

Replacement Blades for Glide-O-Matic Rules 

No. Length For Box Packing Each 
BA8W 8 ft. No. 348W 6—1 Ibs. 
BA1LOW 10 ft. No. 3410W 6—14, Ibs. 
B4l2W = 12 ft. No. 3412W 6—112 lbs. 


STANLEY TOOLS for INDUSTRY 


RULES, "PULL-PUSH" 


“"1200 LINE" 


White blade, 4% inch 
wide. Double scale mark- 
ing starts after first foot. 
“D” shape die-cast cases 
with chromium finish. 
“Tru-reading” mouth 
means easier reading. 
“Tru-zero” hook compen- 
sates for blade thickness 
on inside or outside meas- 
urements. Each rule is 
packed in plastic box. 


No. Length Box Packing Each 
1206W 6 ft. 6—2% lbs. 
1208W 8 ft. 6—2 3s lbs. 
1Z210W 10 ft. 6—2¢ lbs. 
1212W 12 ft. 6—25s lbs. 


Nickel plated blade — longer wearing finish for indus- 
trial use. Double scale marking starts at first foot on % in. 
wide blade. ‘‘D” shape case, chromium finish, ‘“Tru-reading” 
mouth and “tru-zero” hook. 


No. Length Box Packing Each 
1208 8 ft. 6—2% lbs. 
1210 10 ft. 6—2% lbs. 


EXTRA WIDE RULES 


White blade is % inch 
wide. Extra width pro- 
vides greater rigidity for 
extended measuring of 
plywood and other large 
size sheet materials. ‘‘D” 
shape cases — chromium 
plated. Double scale 
marking — inches and 
feet; continuous inch. 
Stud marking every 16 
in. on blade. “‘Tru-reading’”” mouth and “tru-zero” hook. 
Packed in plastic box. 


No. Length Box Packing Each 
3610W 10 ft. 6—3% lbs. 
3612W 12 tt. 6—3 1% lbs. 


“FITS-ALL" REPLACEMENT BLADES 


Double scale marking starts after first foot on all blades. 
“Tru-zero” hook. Blades will fit Stanley and similar style 


tape rules. 


No. Finish Length Width Box Packing Each 
Bow White 6 ft. ye" 6—1 Ib. 

Bs Nickel 8 ft. Yo" 6—1% lb. 

BEWw White 8 ft. ye" 6—1 Ib. 

B10 Nickel 10 ft. Yo" 6—1% Ibs. 

BIOW White 10 ft. %"” 6—1% lbs. 

B12W White 12 ft. %" 6—1% lbs. 
B310W White 10ft. %” 6—1% Ibs. 
B312W White 12ft. %” 6—1%4 Ibs. 


Stanley “Pull-Push” and “Zig-Zag”? Rules can be 
furnished with firm name and address for use as 
good-will builders and premiums. Write for details. 


Ze 


RULES, "ZIG-ZAG" 
REGULAR MARKING — GRADUATED IN 1éths 


White finish. Concealed joints, lifetime lubrication. Regu- 
lar marking. Metal strike plates keep sticks from rubbing 
on graduations. Numbering begins on outside face of rule. 
All sticks plastic coated for longer wear. Six inch folds, 5 
in. wide. 


No. Length Box Packing Each 
106 6 ft. 6—1% lbs. 
108 8 ft. 6—2 Ibs. 


FLAT ("F") MARKING 


TT 


618 "69~-70— 71, 


L = 


4 tele -6\7— 


“F” marking — concealed joints — white finish. Number- 
ing begins on inside face of rule so that markings always 
lie close to the work. 

No. Length 


106F 6 ft. 


Box Packing Each 


6—1% lbs. 


SQUARE ENDS 


Square Green Ends, Every joint opens on an even num- 
ber. Each additional opening adds an even six inches. Can 
be used as a marking gauge in 2 and 6 inch multiples. 
Plastic coating for longer wear. Nickel silver joints and 
strike plates. 

No. 

126 


Box Packing Each 


6—1% Ibs. 


Length 
6 ft. 


“READ-RITE" 


Ws Beeps ~+ 4 S| Bee,i 


71.8 (p 


Inside marking. Two-way reading. No end-over-end twist- 
ing — read left to right, roll the rule over and read right to 
left. Large easy to read numbers. Concealed joints, lifetime 
lubrication. White finish with long lasting plastic coating. 

No. Length Box Packing Each 


156F 6 ft. 6—1% lbs. 


INSIDE VERTICAL MARKING 


Vertical marking, readable at any angle. Numbering be- 
gins on inside face of rule so that markings always lie close 
to work. Concealed joints. Six inch folds, lifetime lubrica- 
tion. Water resistant plastic finish. White finish with green 


ends. 
No. Length Box Packing Each 
266F 6 ft. 6—114 Ibs. 


STANLEY TOOLS for INDUSTRY 


RULES, "ZIG-ZAG" 
"100 PLUS" EXTENSION 


Can be used four ways; on inside measurements, reading 
of slide and rule are centered at one point; as an ordinary 
extension rule for inside measurements, and as a regular 
“Zig-Zag” for outside measurements reading from either 
end. Brass slide may be removed to measure hole depths, 
etc. Extra thick sticks graduated in 16ths. Nickel silver 
concealed joints and strike plates. 8 inch brass slide, 8 inch 


folds, $$ inch wide. White finish with green ends. 
No. Length Box Packing Each 
X226 6 ft. 6—2% lbs. 
EXTENSION 


Extra thick sticks made from straight grained hardwood. 
Finished natural wood color with green ends. Graduated in 
inches and 16ths both edges. 7 inch brass slide, graduated in 
inches by 16ths, can be extended 6 inches. Nickel silver 
joints, brass tips and strike plates. Six inch folds, $s inch 
wide. 


No. Length Box Packing Each 
X227 6 ft. 6—2 4 Ibs. 
ENGINEERS' 


One side of rule has inside flat reading, graduated in 
10ths and 100ths of a foot. Reverse side graduated in feet 
and inches. Double edge graduations on both sides. White 
finish with green ends plus all other top quality features of 
Stanley Zig-Zags. 


No. Length Box Packing Each 
116 6 ft. 6—1% lbs. 
ENGINEERS’ 


Graduated 10ths and 100ths of a foot on one side and 
inches and 16ths on the other in tape style, the foot numeral 
is repeated in red at each inch. The engineers scale is identi- 
fied by a red line along the outside of rule. Durable, brass 
plated rivet joints. White finish. 6 inch folds, 56 inches wide. 

No. Length Box Packing Each 


6 ft. 6—1% lbs. 


RULES, "ZIG-ZAG" 
BRICK MASONS‘ 


Brickmasons’ rule for gauging the space of brick courses 
evenly in a given height to insure uniform thickness of 
mortar. Vertical figures and 8ths and 16ths inch gradua- 
tions on one side and brick spacing scales on the other. 
Nickel silver concealed joints, and strike plates, 6 in. folds, 
5s in. wide. White finish. 

No. Length 

167 6 ft. 


Box Packing Each 


6—1%4 lbs. 


BRICK MASONS' MODULAR 


Designed for masons using modular brick or tile. Marked 
with 6 identified scales in a 16 inch module. Reverse side has 
foot and inch markings on upper edge and regular inch 
markings on lower edge. Scales on both sides start at same 
end of rule so that rule can be rolled over for quick measur- 
ing comparison. Green ends. New plastic finish wears 4 
times longer. White finish. 

No. Length 


166 6 ft. 


Box Packing Each 


6—1 12 lbs. 


EXTENSION STICK 


nap = 


SEE AI 


a 


a Vig ot aral trad) 


Two-section sliding rule, for measuring from floor to 
ceiling, across large openings, etc. When extended to the re- 
quired length, the sections can be secured by tightening the 
set screws. Selected hard maple, 1 inch wide. Brass tips and 
brass plated clamps. Graduated in 8ths of inches. 


No. Length Box Packing Each 
510 5 to 10 ft. 1—1/7 lb. 
SAW SETS 


Single action plunger pro- 
vides maximum setting pow- 
er with a minimum of effort. 
Completely adjustable. Cali- 
brated anvil adjustment 
wheel with positive locking 
screw for securing desired 
setting. Graduated self-lock- 
ing positive saw stop pro- 
vides compensation for vari- 
ation in saw blade thickness. 

Capacity: Back, panel, 
hand, and small circular 
saws, 18 gauge and thinner, having from 4 to 16 points to 
the inch. 

No. Box Packing 


42 1—1 Ib. 


Each 


Capacity: large cross cut 
saws such as buck saws, two 
man saws, and circular saws, 
11 gauge or thinner having 5 
or less teeth to the inch. 


No. Box Packing 
43 1—1% Ibs. 


Each 
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STANLEY TOOLS for INDUSTRY 


SCRAPERS 


CABINET 


Blade may be sprung 
to a slight curve by ad- 
justing thumb screw. 
Raised handles protect 
the user’s hands. Body 
and handles are cast in 

one piece and japanned. Fitted with a high quality beveled 
edge blade. Double handle — grey iron. No. 80M made of 
malleable iron. 


No. Length Cutter Box Packing Each 
80 11%” 2 1—1%4 lbs. | 
80M 1142” 2%" 1—1%4 Ibs. | 


SINGLE HANDLE 


For removing stencils, paint, etc. Reversible, two-edge 
blade can be sharpened with a file; no burnishing necessary. 
Leather pad under the blade prevents chatter. Red hard- 
wood handle. Body black finish. 

No. Blade Length 
24%” 1215” 


Box Packing Each 


1—1%4 lbs. 


292 


SINGLE HANDLE 


For scraping paint, re- 
finishing, etc. Cutting edge 
of blade gets right into | 
corners for close quarter | 
work. Reversible blade. 
Extra blade is clamped in slot. Blades can be changed easily. | 
Natural] finish. Hardwood handle has convenient hang hole. 
Red trim on handle. 


No. Length Cutter Box Packing Each 
293 834” 234" 6—3%4 lbs. 


HAND SCRAPERS 


. = Es = 
F an | 
| i ALLOY STEEL 


SCRAPER Noo | 


{ ES 


High grade steel, carefully 
heat treated for correct temper. 
Thickness — .035 in. 


i — 

No. Width Length Box Packing Each 

0 242 ; a 6—1%4 lbs. | 
a 5" 6—2 Ibs. 
3 5” 6 —2%4 lbs. 

SCRAPER IRONS | 

No. Type Box Packing Each 

C70 Flat 12—1 lb. 

C30 Plat 12—1 lb. 

C292 Hook 12—1 Ib. 
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SCRAPER, BOX 


yo 


For removing stencil markings. The handle is hinged. The 
bottom of the scraper and the edge of the cutter are convex 
curved. Grey hardwood handle — japanned body. 

No. Length Cutter Box Packing 

70 13” ae 2—2 lbs. 


Each 


SCRAPER BURNISHER 


Used to turn the edges on scraper blades. Tapered blade 
is forged from finest tool steel and carefully heat treated. 
Red handle. 

No. 

185 


Box Packing Lach 


1— 4% lb. 


Blade 
4s" 


SCREW DRIVERS 


“HURWOOD", STANDARD TIP 


= — ees) 


Blade, shank and head are forged from one piece of alloy 
steel. Shank extends clear through handle. Tips are care- 
fully formed, hardened, toughened and machine cross- 
ground to size. Hardwood handles are deeply fluted with a 
satin black finish. 


No. Blade Bar Box Packing Each 
20 2%" 42" G— % Ib. 
rs Sa i" 6—1 Ib. 
ae ae 6—1%6 lbs. 
5 aed He” 6—26 lbs. 
G * 6" 6—212 lbs. 
ng 36” 6—4 Ibs. 
19." 36” 6—414 Ibs. 
12302 36” 6—4% Ibs. 
< (re 


Z 


“Hurwood” baby. Bolster construction. 444 
— will turn a good size screw. 


inches overall 


No. Blade Bar Box Packing Each 
21 1%" %" 6—14 |b. 


"BOLSTER", STANDARD TIP 


Staats 


Bolster type construction makes a better insulated driver 
for electricians, auto mechanics, etc. Alloy steel bars. Tips 
are carefully forged, Handles are deeply fluted for a good 
grip and finished a satin black. 


No. Blade Bar Overall Box Packing Each 
25 21” iy" 6%” 6— %4 Ib. 
gfe  aey 64 Ib, 
Aye 2, 14” Lees 6—1%6 lbs. 
5” K” 10%"%  6—2% lbs. 
6" 4” 311%"  6—2%%6 Ibs. 
8” %” 145%"  G6—4 Ibs. 
Ome 3” 1656” 6—4% lbs. 


STANLEY TOOLS for INDUSTRY 


SCREW DRIVERS 
"BOLSTER", CABINET TIP 


Small blade — parallel sided tip. Bolster type construc- 
tion and alloy steel bars. Hardwood handles are deeply 
fluted and finished black. Tips are of the same width as the 
diameter of the blade so that a counterbored screw can be 
followed without marring the work. 


No. Blade Bar Overall Box Packing Each 
45 112" 6" 4%” 6— % lb. 

242” He” 6%" 6— % lb. 

ae fe ere 6—1 Ib. 

ee He” 84” 6—1%4 lbs. 

isthe He” 956” 6—1 1% lbs. 

G0 i” 10%” 6—1%s lbs. 

So my ig * 6—1% lbs. 


“HURWOOD", SQUARE BAR 


| 


“Hurwood” machinists’ — square shank. Used for heavy 
work where a long driver cannot be used conveniently. 


No. Blade Bar Overall Box Packing Each 
51 1g" i" 5%” 6—2 Ibs. 
52 342" 36” 7%" 6—8 4 lbs. 


"YANKEE" — STANDARD TIP 


Finest quality Drivers. Special analysis alloy steel blades 
are securely fastened in black satin finish hardwood handles. 


Blade Blade Length 
No. Length Diameter Overall Box Packing Each 
90 Lae i," 44" 6— 35 lb. 
2% i" 5%” 6— 7% Ib. 
SF ak 14," 74%" 6—1 Ib. 
Bae 4” 9%” 6—1%2 lbs. 
bs He” 1044" 6— 246 lbs. 
Ga © He" 11%” 6—2% Ibs. 
Sa 2 36” 14 " 6—8% lbs. 
LOn Ke" 163g” 6—5% lbs. 
poe os Ke" 18%” 6—5% lbs. 
Lb K," 2136" 3—3%2 lbs. 
18 ” yy" 24%" 3—d4 Ibs. 


"YANKEE" — CABINET TIP 


Light, slim blades are special analysis alloy steel. Selected 
hardwood handles have black satin finish. 
Blade Blade Length 


No. Length Diameter Overall Dox Packing Each 
95 142” i," Als 6— 4s lb. 
245" Hi,” 6144" 6— % Ib. 
312” Me” 74" G— % lb. 
4%" x,” 8Y% ” 6— % lb 
5%" He" 9%” 6—1 Ib. 
64" i," 104%” 6—14%6 lbs. 
8%” He” 13 “” 6—14s lbs. 
10%” He" 15 ” 6—15¢ lbs. 
CABINET TIP 


vm) 


“Radio” screw driver, recommended for repair and serv- 
ice men. Blades locked in handle by ears on the shank. 
Small diameter handles fluted for finger tip grip. Machine 
cross ground tips. Black handles with red finger grip. 


— 


No. Blade Bar Overall Box Packing Each 
177 20 %," 54” 6— 8s lb 

3” %" 6%” 6— 48 lb 

4” a" 1%” 6—% lb 

6” %" 9% 6—1s Ib 

8” ae LTS 6—16 lb 


| 


SCREW DRIVERS 


“STANLEY-HANDYMAN", STANDARD TIP 


a 


Polished steel blades, tempered entire length. Tips cross- 
ground to size. Fluted hardwood handles, grey and red fin- 
ish. Nickel plated ferrules. 


No. Blade Bar Overall Box Packing Each 
H1270 3” 1" 655” 12—1 36 lbs. 

4” ne So 12—1% lbs. 

5” %" 10%” 12—314 lbs. 

6” %," 11%” 12—3%s lbs. 

8” Ho" 144%” 12—5%% lbs. 


“SOLID BAR" — STANDARD TIP 


—————o a ——] 


Bar extends through entire handle and pressure-fits into 
steel cap in end of handle. Blades are good quality steel, 
hardened and tempered. Zinc plated finish on bars. Hard- 
wood handles, fluted for easy grip. 


No. Blade Bar Overall Box Packing Each 
1272 2" He" 6) = 12—11 lbs. 
3” 6" Gil it 12—2 Ibs. 
4” ee 9%” 12—2% lbs. 
5” He” 104” 12—414 lbs. 
6” 36" 4 te od 12—5 lbs. 
8” 36” ia * 12—8 Ibs. 
10” 36” 1615” 6—414 lbs. 
A ds 36” 18%” 6—5 Ibs. 
“CUSHION-CORE" 


Green ‘‘cushion-core” in handle resists movement of the 
bar further into handle when driver is pounded with a ham- 
mer or mallet. Provides over 10 times more resistance to 
pounding than other drivers. Bars are alloy steel with ma- 
chine crossground tips. Handles are tough plastic, amber 
and green color.. 


Round Bar, Standard Tip 


pace SES 
No. Blade Bar Overall Box Packing Each 
2006 = 3” i" 642” 6—1 lbs. 
4” yas qh es 6—1% Ibs. 
6” 6” 10%” 6—2% Ibs. 
8” 35” 132 ee 6—4 Ibs. 
Square Bar, Standard Tip 
No. Blade Bar Overall Box Packing Each 
2007 4” 4” TH" 6—1% Ibs. 
6” Ne” 1012” 6—23; Ibs. 
8” 36” ay 7 4/ 6—4 Ibs. 
Round Bar, Cabinet Tip 
No. Blade Bar Overall Box Packing Each 
2008 = 3” 4,” 6” 6—1 Ib. 
6” ‘6. 915” 6—112 lbs. 
8” He" 1142” 6—2 Ibs. 
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STANLEY TOOLS for INDUSTRY 


SCREW DRIVERS 
“100 PLUS" STANDARD TIP 


Large, comfortable grip plastic handles. Special analysis 
alloy steel bars with a bolster forged integral with the blade 
adds massiveness at the right point to strengthen the bar 
against prying strains. Specially tapered tips to give maxi- 
mum strength. 8, 10 and 12 inch sizes have a nut shaped 
bolster. 


No. Blade Bar Overall Box Packing Each 
1006 3” %," 612" 6—114 lbs. 

4” 7, se. 6—1%% lbs. 

6" He” 1044” 6—2%4 lbs. 

8” 56’ 1 6—4 Ibs. 

10” Ki,” i 2 6—4 14 Ibs. 

12” K," ye 6—5% Ibs. 


Bolster construction—square bar—standard tip. Large, 
comfortable grip handles. Blade can be gripped with a 
wrench or pair of pliers when turning stubborn or heavy 
screws. 


No. Blade Bar Overall Box Packing Each 
1007 4” 44” ie ad 6—15; lbs. 
6” 6" 10%” 6—2%, lbs. 
8” 36” ts al 6—4 lbs. 
10” 36” ip % 6—4 12 Ibs. 
12” 36” 1758” 6—5%4 lbs. 


Bolster construction — light blade —cabinet tip. For 
electrical work, cabinet work and similar uses. Pavallel 
sided tip. 


No. Blade Bar Overall Box Packing Each 
1008 3” He" 615 6—1 Ib. 
6" H% 946” 6—1°%s lbs. 
8” i,” 1132” 6—17%s lbs. 
10” 5," 13%” 6—2 Ibs. 


CABINET TIP 


_ | pe —, 
Extra light blade. Parallel sided tip. For electrical work, 
cabinet work and similar uses. 
No. LBiade Bar Overall 
1016 aul %," 6" 


Box Packing 
6—% Ib. 


Each 


CLOSE QUARTER 


Close quarter, Handy for adjusting 
head lights, tightening markers, 
changing windshield wipers, etc. Use- 
ful for machinists and other mechan- 
ics for working in close quarters, 


No. Blade Bar Overall Box Packing Each 
1009 1%" ye 3% 6—1% lb. 
1012 ee ee PA Ws 6—% Ib. 
1013 a Xi," 254 6—%4 Ib. 


POCKET DRIVER 
Pocket driver with clip. It will turn a good size screw; yet 
it can be carried in a vest pocket. Nickel plated blade. 


No. Blade Bar Overall Box Packing Each 
1010 2a yy” 436” 12—1 lb. 
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SCREW DRIVERS 


SPEE-D-GRIP 


Quick opening tempered steel jaws hold screw firmly for 
easy starting. Jaws automatically withdraw from screw 
when driver is pulled back. Bars are forged from hexagonal 
steel, black rustproof finish. Tough plastic handles. 


No. Blade Hex. Stock Overall Box Packing Each 
415 2 34," 432” 6— 3s lb. 

3” 35," 52” 6— 42 |b. 

gq 8 34," 7 6— % Ib. 

6 *% 35," 9%” 6— % lb. 

3 35" 1153” 6— % |b 

10 34," 1314" 6—1 Ib. 

417 as i" Wie 6—114 lbs. 

G: ° i," D5" 6—13s Ibs. 
Cross-point to fit Phillips recessed head screws. 
No. Pt. Size Blade Hex. Stock Overall Box Packing Euch 
1451 il 3” 34," 54” 6— 14 Ib. 
1452 2 4” 15," 738” 6—1% lbs. 


SCREW DRIVERS FOR PHILLIPS HEAD SCREWS 


Heavy duty. Alloy steel bars. Strong, “hard face” heat 


treated bars, highly polished. Satin black, hardwood han- 
dles with deep machine cut flutes. 


No. Size Phillips Screws Overall Box: Packing. Each 
2501 1 No.4andsmaller 6142” 6—1 Ib. 
2502 2 Nos. dto9 incl. 9 6—1%% lbs. 


For general use. Alloy steel bars. Tempered, polished 
steel blades held in the handles by two ears swaged on the 
shank. Hardwood handles, natural color and deeply fluted. 


No. Size Phillips Screws Overall Box Packing Each 
2701 1 No.dandsmaller 614” 6— % Ib. 
2702 2 Nos. 5 to9 incl. 834” G—13%s lbs. 
2703 3 Nos.10-16inel. 11%” G—2 Ibs. 
2704 4 No. 18and larger 14145” 6—3 Ibs. 


Close quarter. Alloy steel bars 
hardened and tempered. Hardwood 
handles, natural color and deeply 
fluted. 

No. Size Phillips Screws Overall Box Packing Each 
2711 1 No.4andsmaller 2%" 6—16 Ib. 
2712 2 Nos.5-9inclusive 314” 6—% |b. 


“YANKEE” 
FOR PHILLIPS RECESSED HEAD SCREWS 


Heavy duty. Bolster construction with alloy steel blades, 
carefully tempered to correct degree to insure long life. 
Hardwood handles, black satin finish. 


Point Blade Overall 
No. Size Length Length Box Packing Each 
901 1 ‘On 6%" GC— % lb. 
902 2 4” 9%” 6—1%s Ibs. 
903 3 Go 1155" 6—2% Ibs. 
904 4 8” 138%” 6—38% Ibs. 


STANLEY TOOLS for INDUSTRY 


SCREW DRIVERS 


FOR PHILLIPS RECESSED HEAD SCREWS 
"100 PLUS" 


Heavy duty — Plastic handles — alloy steel bars. Tem- 
pered, polished steel blades held in the handles by two ears 
swaged on the shank. Handles are made of a slow burning 
plastic. No. 2754 made with hexagonal shank. 


No. Size Blade Overall Box Packing Each 
2750 0 2%" x K" 5 ”“ 6— % Ib. 

275) 1 Bo xg" 6 ” 6—1 Ib. 

2752 2 &£ xy” To" 6—1% Ibs. 

2753 3 6 "x H%”" 10%” 6—2% Ibs. 

2754 4 6 "x %” 


hex. shank 11%” 6—3 Ibs. 


Stubby. Tempered, polished steel 
blade held in the handle by two ears 
swaged on the shank. Handles are 


my . . 
— made of a slow burning plastic. 
No. Size Blade Overall Box Packing Each 
2762 2 146" x \%" 346" 6—% Ib. 


Polished, tempered steel bars securely anchored in han- 
dles. Points accurately machined. Handles are made from a 
clear tough plastic, with red trim. 


No. Size Bar Length Overall Box Packing Each 
1721 1 2%" 544" 6— 4 lb. 

1722 Z 3%” 634" 6—1'% lbs. 

1723 3 54” tS a 6—2 Ibs. 


"YANKEE" RATCHET SCREW DRIVERS 
STANDARD TIP 


Ratchet adjustment made by shifter which moves parallel 
to blade. Alloy steel blades. Polished hardwood handles. 


Blade Blade Length 
No. Length Diameter Overall Box Packing Each 
10A 3” 4” T5R" 6—2  \bs. 
4” Ye 855" 6 —2% lbs. 
5” yy,” 914” 6 — 2% lbs. 
6” 6" 11%" 6—8% lbs. 
8” KH" 13844” 6 — 3% lbs. 


CABINET TIP 


ast 


Light driver for assembly work with small screws. Blade 
diameter % in. on all sizes. Knurled washer attached to 
blade for quick starting of screws with thumb and finger. 
Durable ratchet action. Alloy steel blades. Small hardwood 
handle. 


Blade Length 

No. Length Overall Box Packing Each 
I5A 26 456” 6— % lb. 

3” 5%" 6— % lb. 

4” 644" 6—1 Ib. 

5” 1%" 6—1 Ib. 

6" 8%” 6 — 1% lbs. 

8” 10%” 6 — 1% lbs. 


“YANKEE” 
SPIRAL RATCHET SCREW DRIVERS 


Time and labor savers for the assembly line and first 
choice of skilled mechanics in all fields. Their advantages 
include greater simplicity, compactness, strength, dura- 
bility and ease of operation. Available in two styles — 
standard and “quick return”. Drivers with “quick return” 
action have a spring in the handle. The spring pressure 
keeps blade in screw slot and pushes handle back after each 
stroke. Three bits of different tip thickness furnished with 
each “Yankee” Spiral. 


STANDARD TYPE 


Length with 
No. Bit Extended Box Packing Each 


30A Normal Duty 18%” 1—1% lbs. 


wt 


31A Heavy Duty 25 8 1—1% lbs. 


QUICK RETURN 
[a - eve = 
——S 
Length with 
No. Bit Extended Box Packing Each 
130A Normal Duty 20 ” 1 — 14 lbs. 


ree i 


OI a 


ee ee 
a 


131A Heavy Duty 


135A Light Duty 1353” 1— % lb. 


EXTRA BITS FOR "YANKEE" SPIRAL DRIVERS 
STANDARD 


wee pa 


For Nos. 30A, 130A For Nos. 31A, 131A 


No. Width Tip Each No. Width Tip Each 
3011 Ky," 3111 we 
3012 4” 3112 x” 
3013 My" 3113 Ks" 
3010 Setof3 3110 Setof3 
For No. 135A 

No. Width Tip Each 

3511 34,” 

3512 He" 

3513 x,” 


2 
3510 Setof3 


BITS FOR PHILLIPS RECESSED HEAD SCREWS 


For Nos. 30A, 130A For Nos. 31A, 131A 


No. Point Size Each No. Point Size Each 
301 1 311 1 
302 2 312 2 
303 3 313 3 
314 4 
For No. 135A 

No. Point Size Each 

351X 1 

352X 2 
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STANLEY TOOLS for INDUSTRY 


ACCESSORIES FOR 
“YANKEE” SPIRAL DRIVERS 


HEAVY DUTY SCREW DRIVER BITS 


a ( “YANKEE —— 


For Nos. 30A, 130A For Nos. 31A, 131A 


No. Width Tip Each No. Width Tip Each 
3041 .218” 3141 .250” ‘ 
- 3042 -250” 3142 .281” 
“3043 282" 3143 312” 
For No. 135A 
No. Width Tip Each 
3541 156” 


BITS WITH CENTERING SLEEVES 


For Nos. 30A, 130A For Nos. 31A, 131A 


No. Width Tip -Each No. Width Tip Each 
3051 ~—.218” $352 . 281” 
3053 .281” 3153 .312” = 
For Nos. 135A . 
No. Width Tip Each 
3551 156” 


CHUCK AND DRILL SETS 


No. * Yor Drivers No. Pts. with Chuck Per Set 
309 Nos. 30A, 130A 8— i,” to 1%,” * 
319 Nos. 31A,131A 8 — \,”" to %," 
359 “No. 185A 3 — ie" to 34," 
a we . 
CHUCK ADAPTER 
mE 7 
No. For Drivers Each 
3080 Nos. 30A, 130A 
3180 Nos. 31A,131A 
3580 No. 135A 
COUNTERSINKS 
Rover 
No. For Drivers Ench 
3030 Nos. 30A, 130A 
3130 Nos. 31A,121A ; 
3530 No. 125A 
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SCREW DRIVERS, OFFSET 


STANLEY 


For driving or loosen- 
ing screws in tight places. 
Especially useful on cars 
and machines. Highest 


quality forged hexagon 
‘ bar steel. Black finish. 
No. Stock Overall Box Packing Each 
668 3," 3” 12—114 lbs. 
669 4” 4” 12—1% lbs. 
670 He” 5" 12—2 Ibs. 
671 36” 6” 6—1 46 lbs. 


"YANKEE" — OFFSET RATCHET 
FOR SLOTTED SCREWS 


Che § -YANKEE*) 


Powerful, durable ratchet screw drivers. Compact, yet 


these Drivers have the driving power of a conventional 
screw driver with an 8 in. blade. Both sizes equipped with 
twa blades. No. 3800 is sturdier constractionaer use with 
large screws. : “4 @ % 
- Blade Overall 3 

No, : Small Large Length Box Packing Each 

3400 %x.035” 48x.045” 3%" 6— 5% Ib. 

3800 35x.045" %%x.060"” 1.4%” 6 — % Ib. 


FOR PHILLIPS RECESSED HEAD SCREWS 


| er, me 
Geo 


Convenient, vest-pocket size — drive majority of Phillips 
Recessed Head Screws commonly used. Alloy steel blades, 
carefully machined points. 


No. Point Sizes Overall Length Box Packing Each 
3412 £32 3%" 6 — % |b. 
3423 a8. "8%" 6 — % Ib. 


TOOL HOLDERS 


Replaceable bit. It will take a bit tailor-made to drive cer- 
tain size screws. Can be used to drive slotted or recessed 
head screws. Handy tools for the mechanic. Solid red hard- 
wood handle. Chuck is forged as an integral part of tem- 


pered alloy steel bar. : 
No.° Length Box Packing Bach 
8 8%” 1—¥, lb. 
BITS FOR TOOL HOLDER No. 8 
No. Screws Box Packing Ench 
8l Phillips—4 : == 
82 Phillips—5-9 {os 
83 Phillips—10-16 19 
84. teed & Prince 12— 
85 Reed & Prince == 
8030 Slotted Head Screws — 
8035 


Slotted HeadsScrews—T-9 12- 


STANLEY TOOLS for INDUSTRY 


SCREW DRIVERS 


"YANKEE" OFFSET RATCHET HANDLE 


QO J -YANKEESO « 


Handle only for use with interchangeable adapters to 
drive slotted screws, hollow head screws and Phillips 
Recessed Head Screws. Convenient, pocket-size and an effi- 
cient screw driver. 

No. “Overall Length 


3600 3%” 


Box Packing Each 


6 — % Ib. 


ADAPTERS FOR USE WITH OFFSET RATCHET HANDLE 


No. ‘ Type "Each 
3601 Screw Driver, 4” x .035” 


3602 Screw Driver, 3%" x .045” 
3611 %4" Hex Key for hollow screws 
3612 3%," Hex Key for hollow screws 
3613, 14" Hex Key for hollow screws 
3614- 54,". Hex Key for hollow screws ° 
3615 x,” Hex.Key for hollow screws 
3616 %," Hex Key for hollow screws 
3617 4%" Hex Key for hollow screws 
3618 5,” Hex Key for hollow screws 
3631 Phillips No. 1 point bit 
3632 Phillips No. 2 point bit 
3633 Phillips No. 3 point bit 

Phillips No. 4 point bit 


3634 


"YANKEE" OFFSET RATCHET KIT 


Handy pocket kit for the mechanic 
who needs a driver to fit various sizes 
of hollow set screws and socket head 


pockets to hold adapters. Kit contains 
No. 3600 handle and one each Hex Key 
Adapters Nos. 3611, 3612, 3613, 3614, 
3615, 3616, 3617, 3618. 

Box Packing Each 

1 — % lbs. 


SCREW DRIVER BITS 


FOR SLOTTED HEAD SCREWS 


Se. 


For driving screws with a bit brace. Forged from alloy 
steel, oil tempered and polished. 


No. Tip Length Box Packing Each 
26 6" 5” 12— 9s lb. 

et 5” 12— % Ib. 

4" 5” 12—1% lbs. 

35” SD i. 12—1% lbs. 

Va" 5” 12—1 5s lbs. 


FOR PHILLIPS RECESSED HEAD SCREWS 
For Phillips screws. Designed for bit braces. Made of 


highest steel with precision machined points. Offered in 
sizes to fit Phillips screws and bolts. 


No. Size Length Box Packing Each 
261 1 414" 12— 5g lb. 

262 2 4}2" 12— % lb. 

263 3 415" 


12—1}¢ lbs. 


{ 
: | A DRILLS TO CORRECT DEPTH [474% | 


cap screws. Kit is red plastic with - 


SCREW DRIVERS . 
INSTRUMENT SCREW DRIVER 


Instrument type. For turning small screws on eye glass 
frames, gun sights, locks, clocks, radios, electrical appli- 
ances and in fact all small screws. Amber colored handle, 
hexagon shape, nickel plated blade. © 

No. Blade Bar Overall Box Packing Each 


1017 =1%” Ye” 2%" 12—% lb. 


SCREW-MATE TOOLS 


" COMBINATION WOOD DRILL AND COUNTERSINK 


| 


. These ingenious tools bore pilot hole and shank clearance 
for screws, countersink for head of screw, and dritl to cor- 
rect depth all in one operation. Time-savers for drilling a 
quantity of same size pilot holes. When right size is selected, 
holes aré never too large, too small or too deep. Can be used 
in chuck of hand drill, power drill or drill press. 44 in. shank 
size. Packing: Individually in envelope, 6 envelopes to a box. 


No. Screw Size Each No. Screw Size Each 
1525 Ye" x =5 1525 14%" x=14 
-~ YY” x F6 lta” x =8 
4° x: eT lie” x =10 
Se at lie” x =12 
1 Sse 6 112” x =14 
Lo eek 14x 8 
6 ge: sabes 1%” x=10 
1 "x10 1%" x=12 
34 Xe 2 Keo 
14%"x #9 2 "x12 
14%” x =10 2 "“x=14 
14%" x #12 216" x =12 

COUNTERBORES 


Perform all the operations done with No. 1525 Wood Drill 
and Countersink plus drilling holes for wood plugs. Great 
time-savers for boat-building, furniture and cabinet work. 
Shank size %4 in. Packing: Individually in envelopes, 6 
envelopes to a box. 

No. 1524 No. 1524 
Screw Size Plug Size Each Serew Size Pluz Size Each 
1’x $8 36"x38" 124°x=12 %2”"x'2” 
x 


1’x#10 "x5" 1% "x=10 33"x%3" 
14 "x #8 %6"x%" 1% "x=12 127xts" 
1"x#10 %"x%s" 2°x=14 147xlh" 
116"x#10 9%"x36” 2°x=18_95"x56" 
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SCREW-MATE TOOLS 
PLUG CUTTERS 


Used along with Stanley Screw-Mate Counterbores to cut 
fast and produce clean, straight plugs that are slightly 
beveled for easy insertion and perfect fit. 44 in. shank. 
Packed one in a box. 


No. Size Each 
1523 56” 

in” 

53” 


M/ 


SOLDERING IRONS 


Screw tip irons with pure copper tips. Available in 115 or 
220 voltages, as specified. Operate on A.C.-D.C. Screw tip 
has a threaded stud and an accurate beveled shoulder which 
make a valve-seat fit connection in a corresponding beveled 
socket in the heating head. Compressed copper tips. Hard- 
wood handles, shaped for a comfortable grip. Six-foot ap- 
proved heater cord. Packed one in a box. 

Weight Each 


No. Watts Tip Diam. Overall less Cord Each 
320 62 Ke" 12%” 8% oz. 
3201 75 XK," 1242” 8% oz. 
330 80 yo” 12%" 10% oz. 
3301 115 4,” 12%" 104% oz. 
340 115 %,” oe a 13 soz. 
3401 175 Ke" LS” 13 oz. 
350 165 ge 13%” 18 oz. 
360 215 1 Wii 1342” 22 oz. 
370 270 14%” 14% ZT Oz. 
380 375 135” iY 38 oz. 
390 475 136° 14%” 49 oz. 


SOLDERING IRON TIPS 
COPPER TIPS 


Made of pure compressed high conductivity copper. Ac- 
curately machined for valve-seat fit in irons to insure 
effective heat conduction. 


ARMOR CLAD TIPS 


These tips have a thin coating of metal bonded to the 
surface of the copper. Although this sheath is only .015 
thick, the protection it provides against pitting, oxidation, 
and amalgamation is so great that it will outlast the ordi- 
nary copper tip from 3 to 10 times on production soldering. 
Original shape is retained. No filing required. Save time 
and money on overall cost. 


FOR SCREW TIP IRONS 
All Armor Clad except those indicated by (*) which are 


regular copper tips. 


No. 121 — i) 
These Tips fit Stanley Irons Nos. 320 and 3201. Also the 


following Irons: 50 Hexacon, 141 Jackson, 10 Vulcan, 20 
Tulean, 


No. Point Body Each 
12] 6x Ye” x11” 
320T* %, x Ki" 1% x1%h" 
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SOLDERING IRON TIPS 
FOR SCREW TIP IRONS 


All Armor Clad except those indicated (*) which are 
regular copper tips. 


No. 127 <—— > |e 


These Tips fit Stanley Irons Nos. 330 and 3301. Also the 
following Irons: 81 Drake, 57 Esico, 60 Hexacon, 142 
Jackson. 


No. Point Body Each 
127 Hg X Ke” w%x1%" 
330T* ‘6 x Ke" ta 1 % - 


No. 122 


These Tips fit Stanley Irons Nos. 340 and 3401. Also the 
following Irons: 101 Drake, 110 Drake, 140 Drake, 58 Esico, 
101 Esico, 120 Hexacon, 40 Vulcan. 


No. Point Body Each 
122 He x Ke" Kx 2” 
340T* ie X Ke” Hex 2 

No. 155 No. 078 


These Tips fit Stanley Iron No. 350. Also the following 
Irons: 700 Drake, 701 Drake, 702 Drake, 121 Esico, 130 
Hexacon, 50 Vulcan. 


No. Point Body Each 
078 (6X Ye" Bx ” 
155 36 x 4%" %ex2%” 
350T* 36 x 1%” x2" 
<> ho <=3))o 
ic ee 
No. 156 No. 123 


These Tips fit Stanley Iron No. 360. Also the following 
Irons: 170 Hexacon, 60 Vulcan. 


No. Point Body Each 
123 He x %," Sx ” 
156 Ky x ¥%" saat 
360T* Ax We" IP axw2ne" 


No. 157 | IN 


These Tips fit Stanley Iron No. 370. Also the following 
Irons: 201 Drake, 703 Drake, 201 Esico, 225 Hexacon, 70 
Vulean. 


No. Point Body Each 
157 Ve x %," 1% x 255” 
370T* % x 3%” 14% x 255” 


No. 158 


These Tips fit Stanley Irons Nos. 380 and 390. Also the 
following Irons: 301 Drake, 120 Drake. 


No. Point Body Exch 
158 We x Ki," 1% x 2%" 
380T* % x,” 1% x 2%" 
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SOLDERING IRON TIPS 
FOR PLUG TIP IRONS 


All Armor Clad except those indicated by (*) which are 
regular copper tips. 


This tip will fit any standard 4” plug tip iron. 


No. Point Body Each 
361 %x ky" wx3%" 

No. 148 se eee ] 
No. 192 O [ 


No. 286 


Au 


These tips will fit any standard %” plug tip irons. 


No. Point Body Each 
147 MX x \,” 38 xq 
VA7At XM" x4 ” 
148 Kx i," %x4 " 
191 54," Diameter 36x 4” 
192 3,” Diameter 368 x 4%" 
193 %," Diameter 36 x 4%" 
256 \,” Diameter 36 x 4%" 
273 x Xe" %x4 ’ 
Q73BAt OK x Hy” %x4 " 
286 wx," 36 x 444" 
289 57,” Diameter 36x 4%" 
345T* Ho X He" 3%x4 ” 


{ Indicates Special Tinning. 


No. 149 | | 


These tips will fit any standard 44” plug tip irons. 


No. , Point Body Each 
149 6X ie” Wx os 
150 Aiea este 
16 x 764 | 72 x4 
151 16 x i,” wex4 ” 
355T* 6X YX" Moran 6M 


Stanley Armor Clad Tips in standard stock sizes 
are shown in this catalog. We are equipped to 
furnish special sizes and shapes of Armor Clad 
Tips to meet the need of industry. On such special 
work, please send blue-print or drawing of tip 
desired for price quotation. 


SOLDERING IRON TIPS 


No. 153 e- aaea 


These tips will fit any standard 58” plug tip irons. 


No. Point Body Each 
152 He x YH," 3x4 ” 

153 % x 4” 55 x4 ” 

301 Hex Ke" 5x4 " 

365T* He x %" 56 x4 -* 

No. 162 


TW 


These tips will fit any standard 3s” plug tip irons. 
No. Point Body Each 
162 3g x 14” Hx 44" 


36 x 6” x4" 


SQUARES, COMBINATION 


Machined grey iron handle. Fitted with one level vial and 
scratch awl. Blade graduated in 8ths, 16ths, and 32nds. 
Slotted blade can be reversed face for face to permit right 
to left, or left to right reading in all graduations. 

No. Length Handle Box Packing Each 


21 12° 4%" 1—1 Ib. 


Grooved blade. Machined grey iron handle with two level 
vials and scratch awl. Handle can be moved to any point on 
blade. Blade graduated in 8ths, 16ths and 32nds. 


No. Length Handle 
22 12” 44%" 


Box Packing Each 


1—1 lb. 


Grooved blade. Machined grey iron handle. Has level vial 
and scratch awl. Handle can be moved to any point on blade. 
Blade has polished finish with etched figures and gradua- 
tions. Graduated in 8ths, 16ths, and 32nds. 


No. Length Handle Box Packing Each 
122 9” 414" 1— % lb. 
12° 4%” 1—1 Ib. 
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SQUARES, TRY AND MITRE 


a 


Machined grey iron han- 
dles. Graduated in 8ths of 
inches. Edges of blades are 
machined parallel and are 
square inside and out. One 
edge of handle has an angle 
of 45°. Japanned with sides 
polished. 


— 


No. Blade Handle Box Packing Each 
1 6” : ad 6—2% lbs. 
8” 5%” 6—4 Ibs. 
10” Gr 6—4% lbs. 


SQUARES, TRY 


Iron handles. Edges of 
blades are machined paral- 
lel and are square inside 
and out. Graduated in 8ths 
of inches. Handles ja- 
panned finish with polished 
sides. Blades have gun 
black finish. 


No. Blade Box Packing Each 
12 6” 6—3%% lbs. 

8” 6—4%4 lbs. 

10” 6—64 lbs. 

a” 6—814 lbs. 


Rosewood handles-—brass 
face plate. The edges of the 
blades are machined parallel 
and are square inside and 
out. Graduated in 8ths of 
inches. Gun black finish on 
blades. 


No. Blade Handle Box Packing Each 
20 6" 4%" 6—2% lbs. 
8” 533" 6—3 4 lbs. 
10” Gy? 6—3% lbs. 
12" Ji 6—4 % lbs. 


Body 24 by 2 inches; tongue 16 by 11% inches. Essex 
Board Measure. Graduations and numbers filled in with 
white enamel. Graa.ated in 8ths of inches and 4ths of 
inches on face of square and 4ths of inches on back of 


square. 
No. Finish Box Packing Each 
14 Polished 8—6%4 lbs. 
14B Blued 3—614 lbs. 
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SQUARES, STEEL 


Brace, Octagon 
Essex Board 
Measure 
100ths Scale 


_ Body 24 by 2 inches; tongue 16 by 1% inches. Gradua- 
tions and numbers filled in with white enamel. Graduated in 
16ths and 8ths of inches on face of square and in 16ths, 
10ths, and 12ths on back of square. 


| No. Finish Box Packing Each 
| 100 Polished 38—6% lbs. 
100B Blued 3—6% Ibs. 


Rafter or Framing 
Brace, Octagon 
Essex Board Measure 
100ths Scale 


For rafters or framing. Body 24 by 2 inches; tongue 16 
by 1% inches. Graduations and numbers filled in with white 
enamel. Graduated in 16ths and 8ths of inches on face of 
square and in 16ths, 10ths, and 12ths of inches on back of 
square. Body and tongue tapered in thickness for perfect 


balance. 
No. Finish Box Packing Each 
R100 Polished 3—6% lbs. 
R100B Blued 3—6% lbs. 
R1O00C Royal Copper 38—6% Ibs. 
AR100 Aluminum 3—6% lbs. 
SR100 Stainless Steel 3—6% lbs. 


SPOKE SHAVE 


Cutters are fully adjustable. Cutter and cap iron are 
fastened by a thumb screw which exerts an even pressure 
on the cutting edge. They can be adjusted without a screw 
driver. Raised handle. No. 151M is made of malleable iron. 


No. Length Cutter Box Packing Each 
151 10” 21%” 6—44 lbs. 
151M 10” 2%” 6—4%4 lbs. 


STANLEY TOOLS for INDUSTRY 


STANLEY "SURFORM" 


New, speed forming tools for filing, smoothing, trimming 
or forming wood, plywood, hard rubber, leather, plastics, 
composition boards, asphalt tile, sheet rock, aluminum and 
other non-ferrous metals. Stanley “Surform” Tools cut 
easier, work faster than other conventional forming tools. 

Sheffield tool steel blade has 450 tough razor-sharp teeth 
that speed cutting time. Every cutting edge is on an angle 
assuring quick forming of work with ‘light pressure. 


FILE TYPE 


Versatile tool with many industrial applications. Used by 
maintenance men, boatbuilders, cabinet makers, etc. Die 
cast aluminum body holds Sheffield tool steel blade. Black 
hardwood handle. Individually boxed. 


No. Overall Width Packing Each 
295 16938” 156" 24—14 lbs. 
PLANE TYPE 


Black hardwood handle and knob — permit even pressure 
on every stroke. Die cast aluminum body holds Sheffield 
tool steel blade. Recommended for carpenters’ shops, cabi- 
net makers, etc. Individually boxed. 

No. Overall Width Packing Each 

296 10” 156” 12—12 lbs. 


REPLACEMENT BLADES 


Made of Sheffield tool steel with 450 cutting edges. Cut- 
tings pass through openings, prevent clogging of blade. Fit 
either No. 295 file type or No. 296 plane type tools. Indi- 
vidually packed in envelope. 

No. Overall Width 


294. 10” 156" 


Packing Each 
6—% lb. 


WRENCHES, TAP 


"YANKEE" 


For work in close quarters, cor- 
ners and other inaccessible places. 
The ratchet is set for right hand, 
left hand or rigid by simply mov- 
ing shifter. Crossbar, held by fric- 
tion lock, can be removed. Thumb 
nut at top can be used in starting 
tap. Top has countersunk hole so 
the “Yankee” Tap Wrench can be 
used on lathe or drill press center. 
No. 1251A has long shank for use where reach is needed. 


No. Capacity Length Box Packing Each 
250A He" 34” 1— % |b. 
251A Ho" 4X,” 1— % lb. 

1251A He" 13” 1— 1% lbs. 


TAPES, STEEL 


Sturdy, well constructed for sur- 
veyors, builders and other tape users. 
Tape is % inch wide and has a baked- 
on white finish, protected by coating 
of clear plastic. Big black numbers 
and % inch graduations. Foot mark- 
ings in red. Stud markings, every 
sixteen inches, indicated by red dia- 
mond. 

Durable, light-weight case is small and compact — fits 
overalls pocket. Roller, located in mouth of case, makes tape 
rewinding easier. Case can be taken apart easily for clean- 
ing and for quick replacement of tape. All sizes packed 
individually in self-locking plastic boxes. 


No. Length Box Packing Each 
6325 25 ft. 1— 46 lb. 
6350 50 ft. 1— 9g lb. 
6375 75 ft. 1— % lb. 
63100 100 ft. 1—1 Ib. 


TRAMMEL POINTS 


Can be attached to one side of a 
straight stick or bar. Clamp screw 
nickel plated. Points are hardened, 
polished, and lacquered. Body has 
hammered grey lacquer finish. Ad- 
justable to 1% inches. Socket to hold 
carpenters pencil. 

Box Packing Pair 
1 pair—%s lb. 


No. Length of Points 
‘b 156" 


Three inch steel points are hardened, pol- 
ished, and lacquered. No socket for pencil. 
Clamp screw nickel plated. Body has hammered 
grey lacquer finish. Adjustable to 134% inches. 


No. Box Packing Pair 
14 1 pair—%3” 
VISES 


Strong iron castings. 
Hardened thrust bearing 
under screw head. Spring 
thrust screw retainer gives 
slack-free jaw and screw 
control. Removable, dia- 
mond checked face steel 
jaws. 

Vises can be clamped to 
a bench up to 24 in. thick. 


No Jaws Jaws Open Box Packing Each 

761 112” 1%" 1— 3 lbs. 

763 Ae Aig is 1— 4 lbs. 

765 214" 235” 1— 6 lbs. 

766 By oe 1—10 Ibs. 
WOODWORKERS' 


Grey iron with presdwood face 
plates. Clamps on bench top 2% in. 
thick. Light enough to carry from job 
to job. “L” shaped jaws designed to 
hold work firmly, horizontally as well 
as vertically. Slack-free jaw and screw 
control insure rigidity and easy opera- 
tion. Steel parts are nickel plated. 
Jaws are 5 in. horizontal and 43§ in. 
vertical. 


Box Packing Each 
1—355s Ibs. 


No. Jaws Open 
700 3%” 
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VISES 
WOODWORKER'S, ALUMINUM 


Strong and light-weight. Clamps on 
bench 234 inches thick. ‘“‘L” shaped jaws 
hold work firmly — equipped with holes 
for attaching wood or presdwood faces. 
Vise-screw has Acme thread for long 
life and smooth running jaws. Full turn 
handle clearance from any bench posi- 
tion. Rustproof finish. 
Box Packing 


1—8 Ibs. 


No. Jaws Open Each 


34" 


VISES, "YANKEE" 


UTILITY VISE No. 990 


For use on drill press machining operations or can be 
securely fastened to work bench. V-groove in front jaw 
holds round work rigid and parallel. Removable swivel jaw 
holds tapered stock. Bottom and sides accurately machined 
so that vise can be used on either side, as well as base. 2 in. 
high. 

Base Length ....5%4” 
Jaws Open 

Without Swivel 3 ” 

Swivel Inserted 2%” 
Jaws, Depth ....156” 
Jaws, Width ....2%” 
Length, over all 6%” 
Height, over all 2 ” 
Weight Each 4% lbs. 


"YANKEE" MECHANICS VISES 
WITH OR WITHOUT SWIVEL BASE 


All-around utility vises for mechanics, shops and schools. 
Vises without swivel base can be used on the workbench, 
drill press and on other machines. With swivel base, vise 
can be used on bench work, and quickly detached for use on 
drill press, milling machine, etc. ‘Yankee’ Vises can be 
readily converted into jigs. All sizes are accurately milled 
so that they can be used on either side or front end, as well 
as base. Hardened block with V-shaped grooves for holding 
round stock available as accessory. 


WITHOUT SWIVEL BASE 


YY 
rege 


No. 991 No. 992 No. 993 No. 994 
Base, Length ... 3°” 4%" 7%" 1042” 
Base, Width .... 112” Zo 2%" tars 
Jaws, Opening -. 112” 1'3/,” i ee 4 
Jaws, Depth .... Ys” ee 1%” 2%” 
Jaws, Width .... 1%” ae 2%” 4 
Height, over all. 1%” 2,” es 44,” 
Length, over all. 4°95” eg 4 12%” 
Net Weight .... 1lb. Goz. 3lb. 60z. 91b. 20z. 28]b. Goz. 


WITH SWIVEL BASE 


Swivel Base, Diam.2%2"  3'4" 444" 
Height, over all _ aC 6%" 155" 
Net Weight 21b.60z. 5)b.70z. 13)b.60z. 41 Ib. 
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615" 


VISES, ANGLE, "YANKEE" 
WITH OR WITHOUT SWIVEL BASE 


For quick set-up where the job demands accuracy and for 
work that must be machined at an angle. For difficult angle 
jobs — drilling, milling, sawing, grinding and filing. 


Method of angle adjustment does not interfere with full 
capacity of jaw opening. Jaws have hardened steel face 
plates. Swivel base is securely locked in any position by 
simple movement of lever. Grooved V block for holding 
round stock available as accessory. 


No. 3992 No. 3993 No. 4992 No. 4993 


Without Swivel Buse With Swivel Base 


Base, Length ... 6 ” 812” S * 816” 
Base, Width .... 2%” 3%” 2%" 3%” 
Jaws, Open ..... 1%,” 3%" 15,” 3%" 
Jaws, Depth .... 1%” 1%” 1%” 1%" 
Jaws, Width ..: 2 ” 2%” hes 2%” 
Width, over all.. 2%” 444” 4%” 6%" 
Length, over all. 64” 9%" 614" 9%" 
Swivel Base, Diam. — — 3%” 44" 
Net Weight......5% lbs. 1355 Ibs. 744 lbs. 17% Ibs. 


"Vv" BLOCK FOR “YANKEE” VISES 


No. For Vises Nos. 

7991 991-1991 

7992 992-1992-3992-4992 

7993 993-1993-3993-4993 

7994 994-1994 

SWIVEL BASES FOR "YANKEE" VISES 

No. For Vise No. Base Diam. Box Packing 
5991 991 215" Lat “Se 
5992 992 314" 1—2 tbs, 
5993 993 4¥y" 1 — 4% lbs. 
5994. 994. 614" 1—12 lbs, 
6992 3992 3%" 1—2 ibs. 
6993 3993 44%" 1— 4¥% lbs. 


“YANKEE” VISE CLAMPS 


Made in two sizes for 
use with vises Nos. 992, 
993, 1992, 1993. These 
clamps can be applied 
to the face plate of any 
standard drill press. 
The long slotted hole in 
base allows the clamp to 
be swung to various positions for drilling, tapping, filing, 
etc. 


Height from 


No. Length Width Base Net Weight 
2992 9%” Dias 1%” 2 lbs., 11 oz. 
2993 10%" 2%" 1%” 3 lbs., 11 oz. 


STANLEY TOOLS for INDUSTRY 


WEDGES WING DIVIDERS 


SQUARE HEAD, SPLITTING 
Special adjusting screw and tension spring 
for precision adjusting. Hardened steel 
points, All parts have a highly polished fin- 
ish. Has two solid steel legs, not removable. 


No. Lbs. Packing Each Designed for scribing or marking on hard or 
975 3 6—19 lbs. rough surface and building materials. 
4 6—25 lbs. 
5 6—32 lbs. 
6 6—38 lbs. 
8 6—50 lbs. No. Length Box Packing Each 
57 6” 1— % lb. 
8” 1— % Ib. 
SPLITTING 
~<a Truckee pattern, straight 
bit. 
iy Special adjusting screw and tension 
: : spring for precision adjusting. High qual- 
No. Lbs. Packing Each ity steel points. Yoke is adjustable to take 
980X 4 6—25 lbs. pencil or steel point. Used to step off 
5 6—82 lbs. measurements and divide distances accu- 
6 6—38 lbs. rately. Also used for scribing circles or 
8 6—50 lbs. arcs, or combinations of both. 


No. Length Box Packing Each 
58 6” 1— 3 lb. 
8” — 436 lb. 
35 


AMERICA BUILDS 


STANLEY 


BETTER AND LIVES BETTER WITH STANLEY 


This famous trademark distinguishes over 20,000 quality products of The Stanley Works—hand and electric tools 
+ drapery, industrial and builders hardware - door controls - aluminum windows - metal parts - coatings steel and 
steel strapping—made in 24 Stanley plants in the United States, Canada, England and Germany. 


— 


